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Direct/Indirect with symmetric or asymmetric distributions.

Highly efficient and adaptable steel-bodied workhorse.  
P43 Wall Wash and Graze optics.

P40 Series includes: 
P40 - Direct Linear (Wash & Graze Optics) 
P46 - Direct/Indirect Linear (Wash & Graze Optics) 
P43 - Recessed Linear (Wall Wash and Wall Graze Optics) 
P42 - 1˝ Regress Recessed Linear

Type:

Job:

79 % 
EFFICIENCY

P46-1T8/1T8-04-SAL-TMW-D1-D2

5900 Lamp Lumens

4653 Delivered Lumens

59.4  Input Watts

4˝

6˝

SE-
RIES

LAMP ROWS NOMINAL
LENGTH

SHIELDING COLOR/
FINISH

DISTRIBUTION CIRCUT-
ING

VOLT-
AGE

MOUNT-
ING

CEILING
SYSTEMS*

OPTIONS

P46 –
1T8/1T8 
2T8*/1T8 
1T8/2T8 
2T8*/2T8 

Direct/ Indirect

*D1 only

2´

3´

4´

6´

8´

R___  
(Row length  
in 1́  incre-
ments)

SAL* 
Satin Acrylic 
Extruded 
Lens

OPL* 
Opal Frost 
Acrylic Lens

PRA*  Clear 
Prismatic 
Acrylic 
Extruded 
Lens
SPL  Silver 
Parabolic 
Louver
BLA  Blade 
Louver 
Aluminum
BLW  Blade 
Louver  
White

* Not available 
with DLH

TMW 
Textured  
Matte  
White

YGW   
Gloss  
White 
(Standard)

Y__  
Premium  
Color

CC  Custom  
Color

GLV 
Galvanized 
(Stem mount: 
pewter 
canopies, 
stems, longer 
lead times)

Choose Down – AND– Up SC  
Single  
Circuit

DC  Dual 
Circuit 
(Direct &  
indirect 

120

277

347

UNV 
(120-
277)

CA 48˝, 96” 
or 144” 
Aircraft 
Cable  
(Adjustable)

WB  Wall 
Bracket  
(2˝ standoff)

WS 
Wall 
Spacer  
(1/2˝ standoff)

WM 
Direct to 
Wall  
(ADA  
compliant)

X1 
Exposed 
T-Bar

X3 
Hard 
Ceiling

X6 
Slot Grid
* Specify with 
cable mount 
only

EML*   
Emergency 
Battery, Low 
(600-700 delivered 
lumens)

EMH*   
Emergency  
Battery, High 
(1100-1400 
delivered lumens)

DM  Dimming 
Ballast 
(Specify manufac-
turer and catalog 
number)

RSE  Rapid-
Start Electronic

10THD  Ballast 
with < 10%  
Total Harmonic 
Distortion

B__   
Specific Ballast 
(Specify manufac-
turer and catalog 
number)

FH  Fixture 
Fusing   
(Slow blow)

IBC  
Insulated 
Braided Cord

C2  90º 
2-Way 
Corner
CX  Special 
Connector  
(Consult 
factory)

ADC  Acrylic 
Dust Cover
__DLH  

RightLight™  
Daylight 
Harvesting 
System 

(Consult factory. 
SPL, BLA, BLW 
only)

* 4’ minimum 
length

DOWN:
D1  Direct 
(SAL lens  Only)

D1W 
Asym-
metric to 
Wall     

D1R 
Asymmetric 
to Room

UP:
D2   
Symmetric

ASY-W 
Asymmetric 
to Wall     
 
ASY-R 
Asymmetric 
to Room

ORDERING - STANDARD SYSTEM FOR T8

D1 D1R D1W

D1W ASY-R ASY-W

D3 D6 D7W D8WD8RD7R

D3 D6 D7W D8WD8RD7RD1 D1W D1

D2 D2 ASY-R
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version A

version B

P40 LED Spec Illos 12 Dec 2014

48" or 96"47 ½" or 95 ½"

36", 48" or 96"
5"

Cable, x = ¼" 
Surface mount, x = 3 ½"
Wall bracket, x = 5"x x

CABLE MOUNTING

8'

5"

38" 48" 5"

14", 26", 38", and 62"   

2', 3', 4', 6' and 8'

WALL MOUNTING LOCATIONS

Use 1 wall spacer/bracket
per seam in row condition

Mounting Hole
7⁄8" Wiring Hole

5"

5"

5"

48" or 96"47 ½" or 95 ½"

36", 48" or 96"
5"

¼" = x (Cable) 
3 ½" = x (Surface mount)
5" = x (Wall bracket)x x

CABLE MOUNTING

8'

5"

38" 48" 5"

14", 26", 38", and 62"   

2', 3', 4', 6' and 8'

WALL MOUNTING LOCATIONS

Use 1 wall spacer/bracket
per seam in row condition

Mounting Hole
7⁄8" Wiring KO 
Cable x = 11⁄32"
Stem x = 5⁄8"

5"

5"

5"

Wall Spacer Wall Bracket

½"

12"

12"

2¼"

Stem/cable
support

Corner connectors
are illuminated

5"
2"

6 7⁄16"

4”

4”

Use 4” x 4” 
rectangular outlet box 

with plaster cover

Adjoining Detail

Use 2 1⁄8” x 4” 
rectangular outlet box 

without plaster cover

Wall Spacer/Wall Bracket

2 ¼"

3 ½"

3"

5"

Wall Mount

4 ½"

1 ¾"

2¼"

121⁄8˝

121⁄8˝

2˝

Stem/cable
support

Corner connectors
are not illuminated

2˝

version A

version B
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WB - Wall Bracket

X3 Suspension
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MOUNTING LOCATIONS

CORNER & WALL BRACKETS

WALL MOUNTING

SUSPENSION & ADJOINING DETAILS

C2 Lit Corner

X1 Suspension

WS - Wall Spacer

Adjoining Detail
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Wall MountElectrical Outlet Boxes Wall Spacer/Bracket
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Client   |   Hicks Orthodontics    Architect  |   BARBERMcMURRY Architects
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NEWNEW

For paint chip samples, please e-mail: 
info@prulite.com

Choose from one of our Premium 
Colors with no set-up fee.

YSW –  Seashell White
(Matte) 

YSL –  Silver 
(Metallic)

YRG –   Rain Grey
(Gloss)

YBK –  Black (Matte)

YSKM – Sky (Matte)

YIB –   Interstate 
Blue (Matte)

YFGM – Forest  
Green (Matte) 

YCH –  Champagne
(Metallic)

YPE –  Pewter 
(Matte)

YSTM – Storm Grey 
(Matte) 

YBB – Black 
(Semi Gloss)

YMB  –  Military Blue
(Matte)

YSAM – Sapphire 
(Matte) 

YBR – Bronze  
(Matte)

NEW

NEW

NEW

NEW

NEW

YSRM –  Sunset Red 
(Matte)

YBY – Boysenberry
(Matte)  

YOR – Orange 
 (Matte)

YDAM – Daffodil              
(Matte)

NEW

NEW
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