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G E N E R A L  I N S T A L L A T I O N

SSC  |  Mounting Adaptor
I N S T A L L A T I O N  I N S T R U C T I O N S

WARNING: Ground fixture in according with local and national electrical codes. Failure to do so may result in serious personal injury.

GRID CUT WIDTH

Trim along edge of obround 

pilot slot for desired grid 

width. 9/16˝ or 15/16˝ option  

(See Figure 1)
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P/N - 100-00078-07

 Drill ⅛˝ hole 

through pilot 

holes to secure 

adaptor flush 

with grid. (See 

figure 2)

COMPATIBLE CEILING GRID SYSTEMS:

FIGURE 1: 

 Drive item 6, 8-32 x ⅝˝ CS 

under cut ST screw through 

pilot hole, grid and second 

adaptor. Be sure adaptor  

is flush with grid.

15/16˝ GRID / 
TEGULAR TILE

9/16˝ GRID / 
TEGULAR TILE

9/16˝ SLOT OR 
BOLT GRID

No Cut No Cut No Cut

15/16̋  T-Bar 9/16̋  T-Bar 9/16̋  Slot 
Grid

9/16˝ INTERLUDE 
GRID

15/16˝ GRID / 
CEILING TILE

9/16˝ GRID / 
CEILING TILE

No Cut 15/16̋  Cut 9/16̋  Cut

9/16̋  
Interlude 15/16̋  T-Bar 9/16̋  T-Bar

For 1-1/2˝ 
deep grid  
install #8-32 
screws in 
middle 
holes

For 1-11/16̋  
deep grid  
install #8-32 
screws in 
middle 
holes

9/16̋  
Grid Cut

15/16̋  
Grid Cut

5-1/4  ̋Dia Assembly
FLUSH

Support Wire to 
Structural Member 

(By Others)

4˝x 4  ̋or 4˝ 
Octagonal  

Box (By Others)

(Not Included)
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G E N E R A L  I N S T A L L A T I O N

WARNING: Ground fixture in according with local and national electrical codes. Failure to do so may result in serious personal injury.

Fan/ Fixture Hanger 
Mount for T-Bar  
(By Others) Electrical Box Mount 

(By Others)

Electrical Box 
(By Others)

SSC  |  Mounting Adaptor
I N S T A L L A T I O N  I N S T R U C T I O N S

1.  For larger pendant models requiring 3-4 mounting points that do not align with grids. 

Use fan/fixture hanger to accomodate non linear locations.

2.  SSC mounting adaptor can be used for power feed and non-power feed pendants.

Canopy Stem  
Assembly Large Pendant Model 

(Square or Round)

NOTE:  For MicroWash surface mounting to T-Bar, the Erico Caddy (by others) can be used for off-grid mounting. 
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