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WARNING: Ground fixture in according with local and national electrical codes. Failure to do so may result in serious personal injury.

LED MicroCove™  |  Cove & Perimeter 
Concealed-Cove
I N S T A L L A T I O N  I N S T R U C T I O N S 

F I X T U R E  M O U N T I N G

C I R C U I T  A S S E M B LY

P I V OT  A D J U S T M E N T

CO R N E R  A S S E M B LY

2. �Secure fixtures with screws  
(by others) at base of driver 
body and end plates

MICROCOVE  
REMOTE

MICROCOVE  
STACKED

1. �Remove cover  
screws to  
access 3/16˝ x 1/2˝  
oblong 
mounting  
holes

1. �Loosen pivot adjustment screw 
(farside) and tilt to desired angle

2. �Align notch in endcap with 
pivot bracket to match 
continuous rows

Maintain 5/8˝ in gap

L E D  /  D R I V E R  S E R V I C I N G

1. �Pry lens from bottom 
lip and swing up, then 
push back to remove 
from body

2. �Carefully pry 
reflector up using 
slot at either end

3b. �Remove nut and 
disconnect wires  
to service driver

3a. �Remove screws and 
jumper cables to  
service LED board

INTERNAL PATTERN

WALL

Driver  
Housing

3/4˝ Chase  
Nipple 

(BY OTHERS) 

EXTERNAL PATTERN

WALL

Flexible  
Conduit  

(BY OTHERS) 

Driver  
Housing

LIGHT  
ORIENTATION

LIGHT  
ORIENTATION

Feed circuit assembly 
through 3/4˝ conduit 
fitting (by others)
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