
Prudential Ltg. reserves the right to change design specifications or materials without notice. Please visit prulite.com for most current data.   
© 2015 All rights reserved – All products manufactured at:  Prudential Ltg.  1774 E. 21st Street, Los Angeles, CA  90058

PRULITE.COM    213.746.0360

1Recessed
12-12-2023

P8600  |  RecessedLED

A premium-quality lensed troffer.

It features mitered door corners, spring-loaded  
latches and reversible hinges.    

Type:

Job:

Lumen output may vary +/- 5%  
3500K used for lm/ft estimates above  

4000K +2% llf, 3000K –2%, 2700K –4%  
-10% LLF for 90 CRI (4K, 3500K and 3K)

See LED Details PDF for more info

SERIES LED 
COLOR

OUTPUT SHIELDING FRAME STYLE CIRCU-
ITING

VOLTAGE CEILING SYSTEMS DRIVERS OPTIONS &  
CONTROLS

WA SC

P8604 
6˝ x 4´
P8614 
1´ x 4´
P8622 
2´ x 2´
P8624 
2´ x 4´
P8633  
3´ x 3´
P8644  
4´ x 4´

LED27 
2700K  
(90CRI)

LED3 
3000K
LED35 
3500K
LED4 
4000K
LED3-90 
90CRI
LED35-
90 
90CRI
LED4-90 
90CRI

LO  Low 
MO 
Medium
SO 
Standard
HO 
High
PROG 
Program-
mable Light 
Output 
(Specify desired 
lumens or watts 
per fixture)

WA 
White Acrylic

SW  Flush 
Frame — 
White 
(Aluminum)

SB  Flush 
Frame — Black  
(Aluminum)

RW  
 1/2˝ Regressed 
Frame — 
White 
(Aluminum)

RB  
 1/2˝ Regressed 
Frame — Black 
(Aluminum)

NOTE: Fixture  
body finished in 
powder paint 
on X3B & X4B

YGW finish is 
standard 

SC  
Single 
Circuit

UNV 
(120-277)

347  
(Emergency 
battery 
requires a 
Step Down 
transformer)

X1  T-Bar Exposed 
(Standard, Not Available for 
Row Mounting)

X3A  Hard Ceiling  
(Swing arm, except P8604)

X3B  Hard Ceiling  
(Overhead mounting 
bracket)

X4B  Hard Ceiling  
(‘C’ Channel)

ND  Non-Dimming
DM01  0-10v, 1% Dimming 
(Standard)

LDE1  Lutron Hi-lume  
1% EcoSystem LED  
(Soft fade on, fade-to-black dimming)

ECO  1% 0-10v, EldoLED  
(Logarithmic dimming std)

ECDA  1% DALI, EldoLED 
(Logarithmic dimming std)

SOLO  0.1% 0-10v, EldoLED  
(Dim-to-dark, Logarithmic dimming std)

SODA  0.1% DALI, EldoLED  
(Dim-to-dark, Logarithmic dimming std)

EMHE  CA T20 
Emergency Battery 
(14, 22: 700 delivered 
lumens, 24, 33, 44: 800 
delivered lumens; CA Title 
20 compliant)

AL  Aluminum 
Housing 
CR  Continuous-
Row Installation
CP  Chicago 
Plenum

12˝-24˝, 36˝ & 48˝

P8622-LED35-SO
4000 Delivered Lumens
31 Watts
101 lm/w

LO MO SO HO

P8614:
lm 2350 2900 3200 4275
w 24 30 34 46

P8622:
lm 2150 2550 3100 3500
w 21 25 31 36

P8624:  
lm 4250 5100 5800 7900
w 42 50 57 77

P8633:
lm 3900 4650 5175 6250
w 37 45 53 65

P8644:
lm 7250 8600 9900 11500
w 70 85 100 120

53/4˝

61/2˝

5˝

12˝-24˝, 36˝ & 48˝

http://www.prulite.com/wp-content/uploads/2015/12/P8600-BIM-CAD-Dwgs.zip
http://www.prulite.com/wp-content/uploads/2015/12/P8600-BIM-CAD-Dwgs.zip
www.prulite.com
http://www.prulite.com/product-category/recessed/
http://www.prulite.com/product/p8600/
https://www.prulite.com/wp-content/uploads/2015/12/P8614-LED35-LO-WA.zip
https://www.prulite.com/wp-content/uploads/2015/12/P8614-LED35-MO-WA.zip
https://www.prulite.com/wp-content/uploads/2015/12/P8614-LED35-SO-WA.zip
https://www.prulite.com/wp-content/uploads/2015/12/P8614-LED35-HO-WA.zip
https://www.prulite.com/wp-content/uploads/2015/12/P8622-LED35-LO-WA-SW.zip
https://www.prulite.com/wp-content/uploads/2015/12/P8622-LED35-MO-WA-SW.zip
https://www.prulite.com/wp-content/uploads/2015/12/P8622-LED35-SO-WA-SW.zip
https://www.prulite.com/wp-content/uploads/2015/12/P8622-LED35-HO-WA-SW.zip
https://www.prulite.com/wp-content/uploads/2015/12/P8624-LED35-LO-WA.zip
https://www.prulite.com/wp-content/uploads/2015/12/P8624-LED35-MO-WA.zip
https://www.prulite.com/wp-content/uploads/2015/12/P8624-LED35-SO-WA.zip
https://www.prulite.com/wp-content/uploads/2015/12/P8624-LED35-HO-WA.zip
https://www.prulite.com/wp-content/uploads/2015/12/P8644-LED35-LO-1.zip
https://www.prulite.com/wp-content/uploads/2015/12/P8644-LED35-MO-1.zip
https://www.prulite.com/wp-content/uploads/2015/12/P8644-LED35-SO-1.zip
https://www.prulite.com/wp-content/uploads/2015/12/P8644-LED35-HO-1.zip
https://www.prulite.com/wp-content/uploads/2015/12/P8633-LED35-LO-WA.zip
https://www.prulite.com/wp-content/uploads/2015/12/P8633-LED35-MO-WA.zip
https://www.prulite.com/wp-content/uploads/2015/12/P8633-LED35-SO-WA.zip
https://www.prulite.com/wp-content/uploads/2015/12/P8633-LED35-HO-WA.zip
http://www.prulite.com/wp-content/uploads/2016/04/LED-Warranty.pdf
http://www.prulite.com/wp-content/uploads/2016/04/LED-Details-2.1.pdf
https://youtu.be/ku9k69lW__E
http://www.prulite.com/wp-content/uploads/2016/04/LED-Details-2.1.pdf
https://www.prulite.com/wp-content/uploads/2020/02/Osram-G2-1-Drivers.zip
http://www.prulite.com/wp-content/uploads/2018/03/LDE1-%E2%80%94-Lutron-EcoSystem-Hi-Lume-1-Soft-Fade-to-Black.pdf
http://www.prulite.com/wp-content/uploads/2018/03/ECO-%E2%80%94-EldoLED-ECOdrive-50w-0-10v.pdf
http://www.prulite.com/wp-content/uploads/2018/03/ECDA-%E2%80%94-EldoLED-ECOdrive-50w-1-DALI.pdf
http://www.prulite.com/wp-content/uploads/2018/03/SOLO-%E2%80%94-EldoLED-SOLOdrive-50w-0.1-0-10v-Dim-to-Dark.pdf
http://www.prulite.com/wp-content/uploads/2018/03/SODA-%E2%80%94-EldoLED-SOLOdrive-50w-0.1-DALI-Dim-to-Dark.pdf
https://www.prulite.com/wp-content/uploads/2018/12/PRU-Buy-America.pdf
https://www.prulite.com/wp-content/uploads/2021/10/Declare-Info-2021.pdf
https://www.prulite.com/wp-content/uploads/2023/11/EMHE.zip
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P8600  |  RecessedLED

Vertical 
Angle 0° 22.5° 45° 67.5° 90°

0° 1075 1075 1075 1075 1075 

5° 1069 1069 1069 1069 1068

10° 1054 1055 1054 1054 1053

15° 1032 1032 1031 1031 1030

20° 1000 1001 1000 999 998

25° 958 958 957 956 955

30° 908 908 906 905 903

35° 851 851 849 847 846

40° 788 787 786 783 782

45° 716 716 714 711 710

50° 640 639 637 635 634

55° 560 558 557 554 554

60° 475 474 473 471 471

65° 390 389 388 387 288

70° 304 303 303 302 301

75° 220 219 219 220 218

80° 138 139 139 139 139

85° 64 64 65 65 64

90° 0 0 0 0 0

PHOTOMETRICS

STANDARD OUTPUT:
P8622-LED35-SO
4000 Delivered Lumens
31 Watts
101 lm/w
3500 CCT
Test #104665338LAX-001 

 

 

Zonal Lumen Summary:
0-90 = 100% 1075

LUMEN MAINTENANCE 

Designed to last with cool running mid-power LEDs projected 
to maintain 90% (L90) of their initial output for 100,000 hours 
(at HO), and L70 exceeding 150,000 hours.

LED SYSTEM LED modules and drivers are field replaceable.

PROG 
(OPTIONAL)

Programmable light output. Specify desired lumens or watts 
per fixture.

BINNING Standard binning (all Prudential LED boards) includes testing 
at the chip level and board integration to provide consistent 
color temperature within a 3-step MacAdams ellipse, with +/- 
5% lumen output range and +/- .004 Duv.

LABELS CSA and ETL damp labeled and I.B.E.W. manufactured.

ELECTRICAL Must specify LED dimming controls. LED fixtures have 
constant current driver(s) with less than 20% THD when 
loaded to a minimum of 60%. Drivers sink a maximum of 6mA 
per driver. DM01 LED drivers are 0-10V dimmable and are 
compatible with most 0-10V wall slide dimmers and direct 
0-10V analog signal dimmers. 

CONSTRUCTION

Housing Die-formed 20-gauge steel, >20% PC recycled,   
100% recyclable.

Lens Acrylic, 100% recyclable.

Finish YGW (Gloss White) is Standard.

Weight P8604: 11lbs 
P8614: 18lbs 
P8622: 27lbs

P8624: 61lbs 
P8633: 51lbs 
P8644: 78lbs

MOUNTING Recessed mounted into t-bar or hard ceiling applications.

WARRANTY Single-source, 5 year limited warranty covers standard 
components and construction.

Angle 0° 45° 90°

45° 2722 2714 2700

55° 2623 2609 2596

65° 2481 2468 2466

75° 2281 2279 2268

85° 1977 1996 1987

Luminance Chart:

www.prulite.com
http://www.prulite.com/product-category/recessed/
http://www.prulite.com/product/p8600/
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SW/SB

Framing Dimensions X3A, X4B
Add 1/2˝ in fixture length
Add 1/2˝ in fixture width
For rows add 1˝ in total fixture lengths

Framing Dimensions X3B Ceiling
Add 1/2˝ in fixture length
Add 11/2˝ in fixture width
For rows add 1˝ in total fixture lengths

X1

MOUNTING LOCATIONS

CEILING SYSTEMS

X3A

FRAME STYLES DOORFRAME LATCHING

X3B X4B

Mounting Hole

J-Box Access

7/8˝ Wiring K.O.

11˝

121/4˝

26˝or 38˝
35˝or 47˝

53/4˝ 23˝

23˝

38˝

36˝ 
or  

48˝

121/4˝

24˝241/4˝ 
or  

38˝

14˝

 48˝

P8622P8633 / P8644P8614 P8624P8604

‘L’ BRACKET
(BY OTHERS)

www.prulite.com
http://www.prulite.com/product-category/recessed/
http://www.prulite.com/product/p8600/
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