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Patterns
QUAD-30-LED35-MO-D1 QUAD-20-LED35-HO-D9
5551 Delivered Lumens 9003 Delivered Lumens
62 Watts ' ‘ 110 Watts
90  Im/w 82 Im/w
3500 CCT 4000 CCT
#LM-63-2002 #102953252LAX-001

Zonal Lumen Summary:

0-90 = 100%
i O
0 1911
5° 1902
15° 1833
25° 1698
35° 1505
45° 1267
55° 993
65" 694
75° 394
85° 116
90° 0

Zonal Lumen Summary:

| 0-90 = 83%
1911 90-180 = 17%
25 45 675 O "ﬂ,gf:' o 225
1911 1911 1911 1911 0 2613 2613
1902 1902 1902 1903 5 2601 2601
1832 1833 1833 1835 15° 2503 2502
1699 1700 1701 1703 25° 2317 2317
1507 1510 1512 1515 35° 2053 2052
1269 1273 1276 1278 45° 1722 1723
994 999 1003 1003 55° 1344 1343
698 702 706 705 65° 938 936
400 402 406 402 75° 530 528
119 120 122 119 85" 154 154
0 0 0 0 90° 74 76
95° 101 95

115° 214 207
125° 282 278
135° 354 348
145° 415 409
155° 464 459
165° 497 495
175° 514 513

180° 514 514

Designed to last with cool running mid-power LEDs projected
to maintain 90% (L90) of their initial output for 100,000 hours
(at HO), and L70 exceeding 150,000 hours.

LED modules and drivers are field replaceable.

Programmable light output. Specify desired lumens or watts,
consult factory for min and max on Sky Oculus Series.

Standard binning (all Prudential LED boards) includes testing
at the chip level and board integration to provide consistent
color temperature within a 3-step MacAdams ellipse. +/- 100
lumens, +/- 100k CCT and +/- .004 Duv

ETL damp labeled and I.B.E.W. manufactured.

Must specify LED dimming controls. LED fixtures have
constant current driver(s) with less than 20% THD when
loaded to a minimum of 60%. Drivers sink a maximum of 6mA
per driver. DMO1 LED drivers are 0-10V dimmable and are
compatible with most 0-10V wall slide dimmers and direct
0-10V analog signal dimmers.

2613
2600
2501
2314
2048
1718
1338
931
523
150
66
74
188
260
336
400
453
491

514

67.5°

2613
2600
2500
2312
2043
1712
1332
926
520
150
35
48
166
242
315
390
447
488

514

Housing
Lens

Weight

2613
2599
2500
2311
2044
1710
1329

165
240
314
389

487
512
514

Extruded aluminum, >25% PC recycled, 100% recyclable
Flat acrylic, 100% recyclable

QD-14 + QD-22: 29 Ibs
QD-24 + QD-33:47 Ibs
QD-44: 62 |bs

Surface or suspended by aircraft cables, top-swivel stems

Single-source, 5 year limited warranty covers standard
components and construction.
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YSW - Seashell White

(Matte)
o Stem Mount 4SPM
39%”

+ Cable Mount

)

'YRG - Rain Gre YSTM - Storm Grey
(Gloss) (Matte)

YBB - Black

YBK - Black (Matte) (Semi Gloss)
\9\ /
\o\

—21% —

YMB - Military Blue
YSKM - Sky (Matte) (Matte)

22%" 32%”

27%e 34"
YIB - Interstate YSAM - Sapphire Quad: 2'x 2’ Quad: 3'%x3’
Blue (Matte) (Matte)
YFGM - Forest YBR - Bronze
Green (Matte) (Matte)

CA or SSC: (4) 5" Canopies
YBY - Boysenberry YSRM - Sunset Red
(Matte) (Matte)
YOR - Orange YDAM - Daffodil
(Matte) (Matte) P
MADRID MARRAKESH NAIROBI
Choose from one of our Premium
Colors with no set-up fee.
For paint chip samples, please email:
info@prulite.com
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