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WARNING: Ground fixture in accordance with local and national electrical codes. Failure to do so may result in serious personal injury.

P33  |  Recessed Linear
3˝ Slot, TechZone 4
I N S T A L L A T I O N  I N S T R U C T I O N S 

F I L L E R  K I T

1.	 Disassemble Filler.

I N S T A L L A T I O N

X3, X7

WALL TO WALL & PATTERN

X3, X7

X3, X7

X3, X7

X1, X2, X6

LIGHT POCKET

X1, X2, X6

X1, X2, X6

X1, X2, X6

CROSS SECTION

Finish Plate

Finish Plate

2.	 Mark cut line and cut filler body. 

Measure required 
length (Min 8 1/2˝)

Measure required 
length (Min 8 1/2˝)

3.	 Measure trim and mark for cutting.

Measure  
required length Measure  

required length

Drill 1/8˝ Hole Drill 1/8˝ Hole

Drill 3/16˝ Hole to 
accommodate  

end plate

Fixture
Std

Reflector

Filler
ReflectorFiller

Filler

Reflector

Reflector

#8-32 Nylon 
spacers (4)  

(SHIPPED SEPARATELY)

#8-32 Nylon 
spacers (4)  

(SHIPPED 
SEPARATELY)

Fixture

Drill 3/16˝ Hole to 
accommodate  

trim

Shipped Separately (1)

DISGARD
DISGARD

4.	 Drill and fix end plate and trim.

5.	 Install spacers to reflectors to filler.

31/8˝

45/16˝

4˝

27/8˝ 
Aperture

DO NOT CUT REFLECTOR OR LED BOARDS
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