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AMAZING WHAT YOU CAN DO WITH DOTS.

Far more significant than their 4˝ size may suggest, Stream Dots open up a new world  

of design possibilities. Arrange them in a line with the 4˝ Stream recessed for a consistent “veiled 

ambient” look, or go crazy with elaborate graphic patterns. You no longer have  

to “fill in” with harsher standard downlights. The entire design can now have Stream’s  

soft, signature glow — like sunlight funneled through the architecture.
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|  BREAKTHROUGH CONCEPT TO COMPLETE FAMILY.S T RE AM SERIE S

SQUARE REMOTE
Sleeker remote driver  

design with same optics.

STREAM4
Industry-first  

recessed linear veiled  
source ambient.

DOT SQUARE
Veiled ambient 4˝ accent  

stands alone or works in the  
context of a graphic pattern.

DOT ROUND
Signature Stream glow in  
a 4˝ round for commercial  
or residential applications.

STREAM2
2˝ aperture addition  

to our original  
recessed Stream.

OVAL
Absolutely stunning  

linear pendant.

SQUARE
Up to 104 lm/w, 

Ceiling Wash optic,  
linear superstar.

NEW

PERIMETER 4˝
Asymmetric distribution,  

veiled source,  
seamless appearance.

NEW
4  ̋CORNERS

NEW

Stream Series “Veiled Ambient” illumination 
— Stream’s soft, even hidden light source  
creates a “skylight” effect.

Photo rendering modification of existing Prudential Ltg. project

VISIT PRULITE.COM FOR ALL STREAM SERIES SPECIFICATIONS
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UP TO 68 LM/W

LO MO SO HO

lm 300 420 780 1077
w 4.4 6.3 12 17

RDOT-LED35-HO
1077 Delivered Lumens
17 Watts
63 lm/w
3500 CCT

Square
S T RE AM DOT

37/8˝

61/8˝

33/4 ˝
Aperture

Dot accent lights complement architectural interiors.

An extension of our breakthrough Stream line, these recessed 4˝ architectural accents mimic the clean lines and 

sharp angles of architectural spaces for a consistent look throughout. While the form factor is the same as a standard 

downlight, the effect is dramatically different. Soft, indirect light emanates from cleverly concealed LEDs, reducing 

glare and offering a wide, even distribution of light. Squares can stand alone in  

a graphic pattern, or work together with our Stream recessed.

“Exceptional performance with no visible source.”  
                                       — Jeremy Windle, Studiok1

SERIES LED 
COLOR

OUTPUT TRIM COLOR CIRCUITING VOLTAGE CEILING  
SYSTEMS

DRIVERS OPTIONS & 
CONTROLS

SDOT  
Square Dot 

LED27 
2700K,  
90 CRI

LED3 
3000K,  
90 CRI

LED35 
3500K,  
90 CRI

LED4 
4000K,  
90 CRI

LO  Low 
(Matches 4˝ 
recessed SO)

MO  Medium 
(Matches 4˝ 
recessed HO)

SO  Standard

HO  High 
(HO not recom-
mended for wall 
mount)

PROG  Pro-
grammable 
Light Output  
(Specify desired lm/
ft or w/ft)

TMW  Textured 
Matte White 
(Standard)

YGW   
Gloss White

YSW   
Seashell White 
(Premium color)

Y__  Premium 
Color

CC   
Custom Color

SC  Single Circuit UNV 
(120-277)

347 
Requires — 
•    Rough-in 

box
•    Remote box 

for TechZone 
& X3R

(See page 5)

 

X1†  T-Bar  
15/16˝or 9/16˝ 

X1Z   
Fits TechZone6 

X2Z  TechZone6 
for Dimensional 
T-Bar or Slot Grid

X3  Flanged  
Hard Ceiling  
(No Rough-in Box)

X3R†  Flanged 
Hard Ceiling 

X7†  Mud-in  
Hard Ceiling 
(Flangeless)

†  Rough-in Box included 

ND  Non-Dimming

DM1T  Triac 1% Dimming, 
MagTech (Standard) 

DM01  0-10v, 1% Dimming  
(Standard, Magtech — Osram  
option for Programmable)

LDE5*  5%, Lutron 
(Ecosystem)

LDE1*  1%, Lutron   
(Soft Fade to Black, Ecosystem)

ECO  1% 0-10v, EldoLED 

ECDA  1% DALI, EldoLED

SOLO  0.1% 0-10v, EldoLED  
(Dim to Dark)

SODA  0.1% DALI, EldoLED  
(Dim to Dark)

* SO and HO only

EML  
Emergency Battery  
(EML not available in 
certain configurations. See 
page 5)  
NOTE: RTK kit required

ADC  
Acrylic Dust Cover 
(Ships installed)

CP   
Chicago Plenum 
(NA with X1Z, X2Z & X3R)

PRUBIN  
Meticulous Binning 
and Labeling every 
LED Board within a 
2-Step MacAdams 
Ellipse
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UP TO  6 7 LM/W

LO MO SO HO

lm 332 460 800 967
w 5.3 7 14.4 18.2

RDOT-LED35-LO
 332 Delivered Lumens
5 Watts
 67 lm/w
3500 CCT

Round
Surprisingly wide distribution from small accent light.

Like the square, our new 4˝ Stream Dot Round functions somewhat like a standard 

downlight, but the effect is much softer and more pleasing to the eye. Its veiled ambient 

source conceals the harsh LEDs, creating a soft sunlight effect with minimal glare and a 

wider distribution of light ideal for both commercial and residential mini ‘skylights.’

S T RE AM DOT

37/8˝
23/8˝

11/4 ˝

61/4 ˝

33/4 ˝
Aperture

“Stream Dots feel like mini skylights.”  
                        — Nancy Suda, Studio Suda

SERIES LED 
COLOR

OUTPUT TRIM COLOR CIRCUITING VOLTAGE CEILING  
SYSTEMS

DRIVERS OPTIONS & CONTROLS

RDOT 
Round Dot 

LED27 
2700K,  
90 CRI
LED3 
3000K,  
90 CRI
LED35 
3500K,  
90 CRI
LED4 
4000K,  
90 CRI

LO  Low 
(Matches 4˝ 
recessed SO)

MO  Medium 
(Matches 4˝  
recessed HO)

SO  Standard

HO  High 
(HO not recom-
mended for wall 
mount)

PROG  Pro-
grammable 
Light Output  
(Specify desired lm/
ft or w/ft)

TMW  Textured 
Matte White 
(Standard)

YGW   
Gloss White
YSW   
Seashell White 
(Premium color)

Y__   
Premium 
Color
CC   
Custom Color

SC  Single Circuit UNV 
(120-277)

347 
Requires — 
•    Rough-in 

box
•    Remote box 

for TechZone 
& X3R

(See page 5)
 

X1†  T-Bar 
15/16˝or 9/16˝  

X3  Flanged  
Hard Ceiling  
(No Rough-in Box)

X3R†  Flanged 
Hard Ceiling

X7†  Flangeless 
Mud-in Hard 
Ceiling
†  Rough-in Box included 

ND  Non-Dimming
DM01  0-10v, 1% Dimming  
(Standard, Magtech —  
Osram option for Programmable)

LDE5*  5-Series  
EcoSystem LED
LDE1*  Hi-lume 1%  
EcoSystem LED  
(Soft fade on, fade-to-black dimming)

* SO and HO only

ECO  1% 0-10v, EldoLED 
(Logarithmic dimming std)

ECDA  1% DALI, EldoLED 
(Logarithmic dimming std)

SOLO  0.1% 0-10v, EldoLED  
(Dim-to-dark, Logarithmic dimming 
std)

SODA  0.1% DALI, EldoLED  
(Dim-to-dark, Logarithmic dimming 
std))

EML  Emergency Battery  
(EML not available in certain 
configurations. See page 5)

NOTE: RTK kit required

ADC  Acrylic Dust Cover

CP  Chicago Plenum 
(NA with X3R)

PRUBIN  Meticulous Bin-
ning and Labeling every 
LED Board within a 2-Step 
MacAdams Ellipse
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Stream distributes light more evenly than typical lensed recessed fixtures, so you can 

install with wider spacing in any environment, from classrooms to offices – 14’ rows with 

even light distribution is possible. Because there are fewer fixtures, installation costs are 

much lower, and building owners benefit from energy savings up to 30%.

4˝ Recessed

14´ SPACING BETWEEN ROWS: 

• 30% less fixtures 
(compared to typical 10´ spacing)

• Lower watts per sq. ft.
•  Cleaner ceilings and more  

uniform light

S T RE AM SERIE S

 

CLIENT  |  ITOCHU, NYC         ARCHITECT  |  Marner Architecture         LIGHTING DESIGNER  |  Kugler Ning

Stream 4˝ 
1. 35 S PA C I N G C R I T E R I A — 2 . 2 M A X / M I N

39 42 39 33 39 42 39

LESS IS MORE — 14’ ROWS

24´

14’
Typical Satin Glow Lens
1. 0 S PA C I N G C R I T E R I A — 3 . 8 M A X / M I N

33 54 33 21 33 54 33

14´

ITOCHU NYC

Stream 4˝ Recessed Linear
9´ ceilings

650 lm/ft at 6 w/ft
107 lm/w 

35 fc average
.4 watts per sq. ft.

SERIES LED 
COLOR

OUTPUT NOMINAL 
LENGTH

TRIM 
COLOR

DISTRIBU-
TION

CIRCU-
ITING

VOLT-
AGE

CEILING  
SYSTEMS

DRIVERS OPTIONS &  
CONTROLS

STR4

4” 
Recessed 
Linear

LED27* 
2700K  
(90CRI)

LED3 
3000K

LED35 
3500K

LED4 
4000K
LED3-90* 
90CRI
LED35-90* 
90CRI
LED4-90* 
90CRI
*  Consult 

factory for 
lead times 
on corners 
with 90 CRI

LO  Low
MO  Medi-
um
SO  Stan-
dard
HO  High

PROG   
Program-
mable Light 
Output 
(Specify desired 
lm/ft or w/ft) 

2´
3´
4´
6´
8´
R___  
(Row length) 
Any row 
length is 
achievable 
with field 
trimable 
filler kit

TMW 
Textured  
Matte 
White 
(Standard)

YGW 
Gloss 
White
Y__ 
Premium 
Color
CC 
Custom 
Color

D1  Direct SC 
Single 
Circuit

347

UNV 
(120-277)

 

X1  T-Bar 15/16˝   
Exposed 
(6˝ Armstrong 
TechZone compatible) 
(TZ6)

X1M  9/16˝ T-Bar 
(Must be hung on 
5-7/8˝ centers)

X2  Dimensional  
T-Bar Armstrong 
Interlude
X3  Hard Ceiling
X6  Slot Grid

X7  Hard Ceiling  
(Trimless mud-over 
concealed flange)

ND  Non-Dimming
DM01  0-10v, 1% Dimming  
(Standard) 

DM10   0-10v, 10% Dimming   
STEP  Step Dimming,  
100-50-Off, Osram  
NOTE: Lumens and watts per foot may 
differ for STEP drivers, consult factory

LDE5  5%, Lutron 
(Ecosystem)

LDE1  1%, Lutron   
(Soft Fade to Black, Ecosystem)

L3DA  1%, Lutron, 3 Wire
ECO  1% 0-10v, EldoLED 
ECDA  1% DALI, EldoLED

SOLO  0.1% 0-10v, EldoLED  
(Dim to Dark)

SODA  0.1% DALI, EldoLED  
(Dim to Dark)

EML*  Emergency  
Battery, Low  
(900 delivered lumens,  
remote RTK test kit 
included)

EMH*  Emergency  
Battery, High 
(1250 delivered lumens,  
remote RTK test kit 
included)

CP  Chicago Plenum
PRUBIN  Meticulous 
Binning and Label-
ing every LED Board 
within a 2-Step 
MacAdams Ellipse
*Emergency light and 
switch install in ceiling 
(IOTA RTK-TBTS Remote 
Test Kit)

CORNERS: 
  C2  Lit 90˚ 2-WayNEW
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Patterns
S T RE AM

prulite.com /  13 /

Combining Stream Dot and Lit Corners. 90° recessed linear corners give architects and lighting designers 
more freedom and flexibility. They can dream up a variety of patterns, using the corners in combination with 
Stream Dots for a seamless, cohesive look with Stream’s unique experiential effect.
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SQUARE ONLY

SQUARE ONLY

ROUND:SQUARE:

151/4˝ 151/4˝
91/2˝ 91/2˝

31/2˝
31/2˝

 X7: Hard Ceiling Mud-In 
Driver in Base Unit  

Metal Barrier

Metal Barrier

Quick  
Disconnect

Quick  
Disconnect

Quick  
Disconnect

LV DC 
Wires

LV DC 
WiresLV DC 

Wires

X3R: Flanged Hard Ceiling — Remodel 
X1Z, X2Z: Techzone 
Driver in Base Unit  

WIRING DIAGRAMS

Quick  
Connect 
Wiring  
Harness

X1: T-Bar  X3: Flanged Hard Ceiling 
Driver in Base Unit  
(with Rough-in Box Included)

Building  
Conduit  

(By Others)

Building  
Conduit  

(By Others)

Building  
Conduit  

(By Others)

Building Conduit  
(By Others) Building Conduit  

(By Others)

Building  
Conduit  

(By Others)

LED HOUSING

LED HOUSING
LED HOUSING

LED HOUSING

LED HOUSING

LED HOUSING

ROUGH-IN BOX ROUGH-IN BOX

ROUGH-IN BOX

347V & EML EMERGENCY BATTERY FOR:   

X1: T-Bar  X3: Flanged Hard Ceiling 
Driver in Rough-in Box

347V DRIVER /  
EML EMERGENCY BAT TERY

347V & EML EMERGENCY BATTERY FOR:   

X7: Hard Ceiling Mud-In

347V DRIVER /  
EML EMERGENCY  

BAT TERY

347V & EML EMERGENCY BATTERY FOR:    

X3R: Flanged Hard Ceiling — Remodel 
X1Z, X2Z: Techzone

347V DRIVER /  
EML EMERGENCY  

BAT TERY

REMOTE BOX 
(See remote box mounting details)

REMOTE BOX 
(See remote box mount-

ing details)

347 WITH EML,  
CONSULT FACTORY

ROUGH-IN BOX DETAILS

X1Z/X27: Armstrong TechZone 6˝

 

X3: Flanged New Construction

CUT SIZE
Square:  
511/16˝ x 511/16˝ Hole
Round:  
513/16˝ Diameter Hole

X3R: Flanged Remodel

53/4˝  
Diameter 

Hole

55/8˝ x 55/8˝  
Square Hole

X7: Mud-in New Construction

CUT SIZE
Square & 
Round 
511/16˝ x 
511/16˝ Hole

X1:  Flanged 15/16˝ T-Bar

CUT SIZE
Square: 511/16˝ x 511/16˝ Hole
Round: 513/16˝ Diameter Hole

X7: Mud-in Remodel

MOUNTING

33/4 ˝
Aperture

61/8 ˝

31/2˝ 31/2˝

61/8 ˝
2’  

T-Bar Max Grid

33/4 ˝
Aperture

X1: T-Bar Flanged X3, X7: Hard Ceiling

CEILING SYSTEMS

SQUARE ONLY

DRIVER

DRIVER
DRIVER

DRIVER

DRIVER

DRIVER

TRIM DETAILS

X1, X3: Flanged

13/16˝

Mud

X7:  Mud Over

7/16˝

5/16˝

1/2˝

1˝

57/8˝ 
T-Bar Centers

33/4 ˝
Aperture

SQUARE ONLY: TECHZONE 6˝

Grid 
Clips

X1Z: TechZone

5/16˝

1˝

1/2˝

1˝

X2Z: TechZone Slot GridX2Z: TechZone Interlude

VISIT PRULITE.COM FOR ALL STREAM SERIES SPECIFICATIONS

Specifications
S T RE AM DOT

ROTATES TO ALIGN SQUARE DOTS

12” x 12” MUD OVER PLATE
NOTE: Hole size dependent on joint access
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1774 East 21st Street TEL 213.746.0360 URL prulite.com
Los Angeles, CA  90058 FAX 213.741.8590 EMAIL info@prulite.com

352 7th Avenue, 12th Floor TEL 908.658.4231
New York, NY  10001

LA made. Nationally admired. Since 1955.

CLIENT  |   Metropolitan Washington Airports Authority      ARCHITECT  |  OPX Architects        PHOTOGRAPHER  |  Ron Blunt
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