Stream™ Dot Pendant

INSTALLATION INSTRUCTIONS
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Attach J-box
reducer / plaster
plate to J-box with
screws (by others).

Stem
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2) Make wire connections.

TO STRAIGHTEN THE SDOT PENDANT AFTER INSTALLATION

1. Ifyour fixture has a top glow lens, lift lens out of the way.
Nut 2. Slightly loosen nut connecting the stem to the fixture.
3. Hold stem in one hand and rotate the fixture with your other hand.
4.  Tighten nut.
5.  Repeatas needed.

WIRING:

wHite: NEUTRAL ‘
creen: GROUND

BLue: 0-10v-
rep: 0-10V+

WARNING: Ground fixture in accordance with local and national electrical codes. Failure to do so may result in serious personal injury.

US Prudential Ltg. reserves the right to change design specifications or materials without notice. Please visit prulite.com for most current data.
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EXPLODED VIEW

Thick Top Glow Lens
(OPTIONAL)

Thin Top Glow Lens
(OPTIONAL)

Diffuser
Uplight LED Board

Driver Compartment

<———  Aluminum Extruded Housing

<————  White Dome Reflector

<———— (Cast Frame / LED Board

WARNING: Ground fixture in accordance with local and national electrical codes. Failure to do so may result in serious personal injury.
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