BionicPro4™ | Recessed Linear

T-BAR — X1, X1M, X1T, X2, X6, X9

FLSH

31"
Aperture
5

Lumen output may vary +/- 5%
Light Loss Factor (LLF) for CCTs other than 3500K:
4000K +2%, 3000K -5%, 2700K -20%

90 CRI -15% (3K, 3500K, 4K & 5K
ADC-2% LLF
Louver LLF 30% White, 50% Silver, 70% Black

See LED Details PDF for more info

REG1

§

HARD CEILING — X3, X, X11

REG.5

LVR1

=107 ©

SAL Lm/Ft 460 685 925 1200
BTW Lm/Ft 490 720 1000 1250
WWF Lm/Ft 485 710 1000 1275
WWG/PFL Lm/Ft 485 710 1000 1275
MGZ [m/Ft 485 710 1000 1275
LGP Lm/Ft 485 710 1000 1275

LIk

0 Ho # HERE

W/Ft 38 56 78 105

SOCIAL QAN oA
MEDIA w Declare n& CONSULT UGR16 ) Made '““‘e LUMEN CHART AT 3500K-80 CRI
KiT SEAMLESS " \$md  FACTORY WELL Building ) SEE PAGES 7-8 FOR REGRESS ‘
=~ FOR Standard /
LED Details
BPRO4
REC sC
FLSH | LED27 LO 2’ TMW | SKIP SAL LP Light | SC UNV X1 ND Non-Dimming |EMHE* Emergency Battery (800 Delivered lumens,
us R [Low |4, ex- umri " atin ocket ingle 21727(;—NA -Bar -10v, ATitle 20 compliant, 4 or < Remote
Flush |2700K L Te coL Sati Pock Single |( T-B DMO1 0-10 CATitl I ‘or<R )
INgle s ARSI
Lens  LED3 3000K MO ; }\%r%d LoUVER Lens ] Circuit o e 1 /on D:mmmg ETS-DR* lota ETS-DR Emergency
4 atte . X1M (Standard) Transfer Switch
LVR LED35 3500K | ie- Whi IsNoT BTW EMHE . LDET il 1% -
Louver | LED4 4000K |dium | e ite Batwing WTW Emer- | T-Bar %s I-lume 1% |+ Adds 1% height, see page 8
Flush 5 (standard) | NEEDED 9| Wall gency 154 | ECOSystem LED (soft | EMC Emergency Circuiting
LED3-90 o) , YGW TMW  WWEF” | toWall X1T %" | e on, fade-to-black
REG.5 |3000K©@cR) |Stan- 6 Gioss | Tex- Flat Wall | == 120 ?Barl dimming) FTR Feather WTW Asymmetric on
2" Re- | LED35-90 dard 77 Whie |tared | Wash 277 Xegu ar Eﬁjo |_1ET/§ 0-10v, Perpendicular Wall (see page 11, NAHO or LGP)
gress | 3500K (9ocR) HO 8 Matte |WWG™ |Seepage10 2 [o] (Logarithmic | IDSM " Insulation Detector Side Mount
Y R for details 347 Dimen- dimming std) (for plenums <6 where fixtures are non-IC rated)
LVR1 LED4-90 h — White Focal . 0 .
Louver | 4000Keocry | High R Pre- Gi (Emer- | sional ECDA 1% DALI, CP Chicago Plenum
7" Re- (Non-IC Row mium | YGW ow Allnon gency | T-Bar EIdOLED (Logarithmic .
2 Re- [LED5-90 rated, (Le%"vth % | Color |Gloss Wall ‘nomwﬂal battery | Arm.- dimming std) OMB Overhead Mounting Bracket
EEZS: 5000K (90CRI) ?aocrjsult '\ncrgm'ents, c White VMVgszh CTLTI?et FsléeLb ;egt:\ées lstrong nll-olg ht-Air includes (X3, X7 and X9 optional installation — 2x per fixture)
5 i for | requires CUTTABLE nter- rlO(ECDA driver ONLY) .
1"Re- @05 : E‘;}ﬁ;’ fieldcutfiler | Cus- |YBK | Medium | filler fixture o lude®, nnght -Wired SENSORS: (see Page 21)
gress | sratic: fixture) tom Black |Wall atend of former | Tegular | Acuity nLight Driv- | 205 WattStopper PIR Occupancy o
LVR3’ . PROG | \orE: Color |Matte |Graze row and X3 Hard | €rs (ECOdriver ONLY) 205-ON/OFF  205-STEP: Dim to 50% 205-DM: Dim to 1%
Louver | BLU35 Pro- | indivicual v LGP remote Ce,“n‘g SOLO 0.1%0-10v, | ATHENA Lutron RF ENL Enlighted SU-5E-IOT
o1, | BLU3SS gram- | fixtures Prec  IL | Flange EIdOLED (Dim-to-dark, | LVOC# Lutron Vive (Occ &RF)
Re- BLU4S anarlc])tIe mtended i Glare Trim) wogarthmicdimming std) || yRE* | ytron Vive (F only)
gress DYNAﬂQlC: Olgt- for row Color Pris- X6 Slot E%BILAEB 1D@ DAdLI’k +# Requires Lutron driver
REG3" BLUSD mounting, matic Grid, e 41 NXSMP Hubbell
” BLU35D* Put | Requires CC Tegular Logarithmic dimming std) cc)
3" Re- (Specify | field-cut filler Cus- |MNAHO) STEP Signify rES7 Daylight+(PIR Acoustic) (0cc) (nLight-Ain
gress *BLU4D‘* \Lﬁ?‘f{eodr fixture at end tom PFL™ X7 Mud- Advance Step Dim-| Part Number:TES7-PDT-180D-G2
e S%ﬁems';i?én wiy | oW Color |Perim- 8;% . ?VI\HEE Ly QESIZ Dgyliggt(DPTlg ﬁé&ﬁtic) (0cd) (nLight-Wired)
be dimmed, CCT eter art Number: nES- -
WWF/ iaht NOTE: Xott Forward/Reverse
wwe/ | warmsslightly Consult Room 7 ; . )
Fill Finished |Phase Driver CORNERS: (seePage21) 4T Lit9o°4-Way:+
L R i Extruded | HUES: C2-60 Lit 60° SRR
NOTE: . | Output NA Reg3 Side (Grid C2-90 Lit 90° Wav:
Tunable White /3 0 4-Way: X
Louvers (HO) Ceiling) E10V 2 Channel : .
currently | TU2*TuHue X117t Color Control €2-120 Lit 120 C8lI Lit Inside
NAwith | 2200-5000K Finished |EDALI 2 Channel C2-13§ Lit135 2-Plane
comsutr | TunableWhite Extruded |Color Control C3T Lit90° 3-Way: T g0 Lit Outside
factory | AMB*™ -+ 5 ~Side EDMX ChromaHue | C3Y Lit120°3-Way:Y ~ 2-Plane
€ romaHue :
\//\vTrbn?r[i)-!er ;iee'g?ng; or Static White 90° LOUVERS AVAILABLE (CONSULT
2200K-5000K nominal NOTE: May require FACTORY FOR OTHER ANGLES)
lengths) +1 Insulation Detector (ID),
*NAHO Seepage9 |se€page8 LRT Linear to Recessed Transition
CHR Chroma- LGP SAL WWF NOTE: Corners currently NA with Louvers, consult factory
Hue RGBW NOTE: All distributions available with Louvers
(DMXatHOonly) ‘ ‘ DWNLT Downlights (See page 2)
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https://www.prulite.com/wp-content/uploads/2019/10/BioPro4.zip
https://youtu.be/ku9k69lW__E
https://www.prulite.com/wp-content/uploads/2019/09/BPRO4-FLSH-LED35-LO-4-BTW.zip
https://www.prulite.com/wp-content/uploads/2019/09/BPRO4-FLSH-LED35-MO-4-BTW.zip
https://www.prulite.com/wp-content/uploads/2019/09/BPRO4-FLSH-LED35-SO-4-BTW.zip
https://www.prulite.com/wp-content/uploads/2019/08/BPRO4-FLSH-LED35-LO-4-WWF.zip
https://www.prulite.com/wp-content/uploads/2019/08/BPRO4-FLSH-LED35-MO-4-WWF.zip
https://www.prulite.com/wp-content/uploads/2019/08/BPRO4-FLSH-LED35-SO-4-WWF.zip
https://www.prulite.com/wp-content/uploads/2019/09/BPRO4-FLSH-LED35-HO-4-BTW.zip
https://www.prulite.com/wp-content/uploads/2019/08/BPRO4-FLSH-LED35-HO-4-WWF.zip
https://www.prulite.com/wp-content/uploads/2019/09/BPRO4-FLSH-LED35-LO-4-SAL.zip
https://www.prulite.com/wp-content/uploads/2019/09/BPRO4-FLSH-LED35-MO-4-SAL.zip
https://www.prulite.com/wp-content/uploads/2019/09/BPRO4-FLSH-LED35-SO-4-SAL.zip
https://www.prulite.com/wp-content/uploads/2019/09/BPRO4-FLSH-LED35-HO-4-SAL.zip
https://www.prulite.com/wp-content/uploads/2019/08/BPRO4-FLSH-LED35-LO-4-WWG.zip
https://www.prulite.com/wp-content/uploads/2019/08/BPRO4-FLSH-LED35-MO-4-WWG.zip
https://www.prulite.com/wp-content/uploads/2019/08/BPRO4-FLSH-LED35-SO-4-WWG.zip
https://www.prulite.com/wp-content/uploads/2019/08/BPRO4-FLSH-LED35-HO-4-WWG.zip
https://www.prulite.com/wp-content/uploads/2019/08/BPRO4-FLSH-LED35-LO-4-MGZ-DM01.zip
https://www.prulite.com/wp-content/uploads/2019/08/BPRO4-FLSH-LED35-MO-4-MGZ-DM01.zip
https://www.prulite.com/wp-content/uploads/2019/08/BPRO4-FLSH-LED35-SO-4-MGZ-DM01.zip
https://www.prulite.com/wp-content/uploads/2019/08/BPRO4-FLSH-LED35-HO-4-MGZ-DM01.zip
http://www.prulite.com/wp-content/uploads/2016/04/LED-Warranty.pdf
https://www.prulite.com/wp-content/uploads/2019/10/LED-Details-%E2%80%94-BioPro.pdf
https://www.prulite.com/wp-content/uploads/2018/12/PRU-Buy-America.pdf
https://www.prulite.com/wp-content/uploads/2023/08/BPRO4-UGR-Batwing-LGP.pdf
https://www.prulite.com/wp-content/uploads/2021/10/Declare-Info-2021.pdf
https://www.prulite.com/wp-content/uploads/2021/10/Declare-Info-2021.pdf
www.prulite.com
https://www.prulite.com/product-category/recessed-linear/
https://www.prulite.com/product/biopro4/
https://www.prulite.com/wp-content/uploads/2020/11/BPRO4-LED35-LO-4FT-LGP.zip
https://www.prulite.com/wp-content/uploads/2020/11/BPRO4-LED35-MO-4FT-LGP.zip
https://www.prulite.com/wp-content/uploads/2020/11/BPRO4-LED35-SO-4FT-LGP.zip
https://www.prulite.com/wp-content/uploads/2020/11/BPRO4-LED35-HO-4FT-LGP.zip
https://www.prulite.com/wp-content/uploads/2021/10/LED-Details-%E2%80%94-Pro-Series.pdf
https://www.prulite.com/wp-content/uploads/2020/06/Lutron-Vive.pdf
https://www.prulite.com/wp-content/uploads/2020/06/Hubbell-NXSMP.pdf
https://www.prulite.com/wp-content/uploads/2020/08/FS-205.pdf
https://www.prulite.com/wp-content/uploads/2020/06/Enlighted.pdf
https://www.prulite.com/wp-content/uploads/2023/04/res7.pdf
https://www.prulite.com/wp-content/uploads/2023/04/nes_7-form.pdf
https://www.prulite.com/wp-content/uploads/2023/05/athena_api_spec.pdf
https://www.prulite.com/wp-content/uploads/2022/11/EldoLED-eDALI-Driver.pdf
https://www.prulite.com/wp-content/uploads/2022/11/EldoLED-eDMX-Driver.pdf
https://www.prulite.com/wp-content/uploads/2021/01/Advance-Xitanium-54W-Linear-LED-Driver-with-SimpleSet-and-Step-Dim-Datasheet-XI054C150V054SST1-Pad-1712DS-1.pdf
https://www.prulite.com/wp-content/uploads/2022/11/ERP-PSB-2-Wire-Driver.pdf
http://www.prulite.com/wp-content/uploads/2018/03/SOLO-%E2%80%94-EldoLED-SOLOdrive-50w-0.1-0-10v-Dim-to-Dark.pdf
http://www.prulite.com/wp-content/uploads/2018/03/SODA-%E2%80%94-EldoLED-SOLOdrive-50w-0.1-DALI-Dim-to-Dark.pdf
https://www.prulite.com/wp-content/uploads/2023/04/rio.pdf
https://www.prulite.com/wp-content/uploads/2023/04/nio-ezdca.pdf
http://www.prulite.com/wp-content/uploads/2018/03/ECO-%E2%80%94-EldoLED-ECOdrive-50w-0-10v.pdf
http://www.prulite.com/wp-content/uploads/2018/03/ECDA-%E2%80%94-EldoLED-ECOdrive-50w-1-DALI.pdf
http://www.prulite.com/wp-content/uploads/2018/03/LDE1-%E2%80%94-Lutron-EcoSystem-Hi-Lume-1-Soft-Fade-to-Black.pdf
https://www.prulite.com/wp-content/uploads/2020/02/Osram-G2-1-Drivers.zip
https://www.prulite.com/wp-content/uploads/2023/11/EMHE.zip
https://www.prulite.com/wp-content/uploads/2020/03/ETS-DR-IOTA-Spec.pdf

BionicPro4™ | Recessed Linear
Downlights

v,
B
%9

Two Rows
(BPRO4 & 5)

’::’
1
MID
Middle of Row Placement
(BPRO4 Recessed shown with Flush Lens)
(Start) Placement
(BPRO2 Linear shown with Louver)
(BPRO2 & 3)
INDIRECT ONLY
(BPRO2 Linear shown)
‘// ‘//
NRW MED  WDE ;‘3‘{, ;‘Esl{ ;’;’i
20° 35° 55°
DISTANCE ~ FOOTCANDLES BEAM | DISTANCE  FOOTCANDLES BEAM | DISTANCE  FOOTCANDLES BEAM
1ROW 2ROWS 1ROW 2ROWS 1ROW 2ROWS
3’ 2512815 1277 3 138~ 144 228" 3 80 67 37.5"
4" 104.7 - 116.7 170" 4 673 70 303" 4 40 357 50.0"
5 823 917 2117 57 47 492 378" 5 27237 62.5"
1ROW [m 445 425 350 6’ 529 585 254" 6 315 327 454" 6 18 16.1 75.0”
W 9 9 9 7 29.5-—32:7 296" 77 17:6——18:4 53.0° 77 O — 9:1 87.5"
8 276 3053 338 8 1605 169 605" g 9 815 1000
2ROWS |Lm 500 465 425 i :
9’ 25.7 28.36 3817 97 14.5 154 68" . -
w 87 87 87 | ? o e 124
DWN-
LT
'I?;r‘:z”* ;‘:‘E:LGHT MID One Downlight in Middle of Fixture | LED3-90 NRW Narrow ' TMW UNV DMO01 0-10v, 1% Dimming (standard)
g ° 120-277, .
QUANTITY PER | LT One Downlight on Left (Start) SO00K-90CHI 20 Beam Jextured e LDE1 Hi-lume 1% EcoSystem LED
(Standard) . Matte (Soft fade on, fade-to-black dimming)
FIXTURE/ROW ) ) MED Medium |\yhite 347 ] g
Maximum RT One Downlight on Right (End) 558&?'99&m 35° Beam (Standard) ECO 1% 0-10v, EIdoLED (Logarithmic
g . - . . dimming std)
One (1) LT-RT Two Downlights on Ends WDE Wide 55" YGW Gloss ECDA. 1% DALL EldoLED
Downlight | LT-MID Two Downlights on Left LED4-90 Beam White (Logarithmic dimming std)
Every 4 and Middle 4000K-90CRI _ 9 g
16'Row =4 Y__Premium SOLO 0.1% 0-10v, EIdoLED
Downlights MID-RT Two Downlights on N 00k 5000k Color (Dim-to-dark, Logarithmic dimming std)
30'Row =7 Middle and End —Only 1 Output SODA 0.1% DALI, EldoLED
Downlights Opfy d Ly CC Custom (Dim-to-dark, Logarithmlic dimming std)
MOD Downlight Location(s) per SpecS o Color '
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https://www.prulite.com/wp-content/uploads/2022/07/BPRO-1R-LED35-90-NRW.zip
https://www.prulite.com/wp-content/uploads/2022/07/BPRO-1R-LED35-90-MED.zip
https://www.prulite.com/wp-content/uploads/2022/07/BPRO-1R-LED35-90-WDE.zip
https://www.prulite.com/wp-content/uploads/2022/07/BPRO-2R-LED35-90-NRW.zip
https://www.prulite.com/wp-content/uploads/2022/07/BPRO-2R-LED35-90-MED.zip
https://www.prulite.com/wp-content/uploads/2022/07/BPRO-2R-LED35-90-WDE.zip
www.prulite.com
https://www.prulite.com/product-category/recessed-linear/
https://www.prulite.com/product/biopro4/

BionicPro4™ | Recessed Linear

" Lumen Outputs:

BLUHUE, TUHUE, TUHUE2, AMBERHUE

DIRECT: Lo MO so HO*
SAL |m/Ft 205 385 550 715

BTW/ WWG/PFL | m/Ft 215 395 565 730
LGP /WWF/MGZ | m/Ft 225 405 580 750
W/Ft 3.8 5.6 7.8 10.5

* TU2 + AMB NOT AVAILABLE HO / CHROMAHUE ONLY AVAILABLE ON HO

TCI Prudential Lighting’s TuHue Tunable White provides warm to
U Hue cool white light simulating sunlight. Controlling the light source
color temperature offers differing design aesthetics with poten-

tial benefits via circadian rhythm support. Blue light for alertness

while warm light conveys tranquility.
— 2700K-6500K or 2200K-5000K.

— Adjust the color temperate and brightness separately.
— Simulates warm to cool to warm transition of sunlight.

, 2200K
<2700k
3000K

3500K

4000K

4500K BODY

.~ 5000K CURVE
5700K

16500K -

[ 2200k _J2700K 5000k |

60

50 —
40 —

30—

(mW/nm)

20 —

Nanometers

!

BluHue BIOS SkyBlue™ circadian LED lighting brings the benefits
of blue skies inside. Newly discovered blue-sky receptors in our
eyes drive improved daytime alertness, mood, brain function,
and strengthens circadian rhythms leading to overall better
health and well-being.
— Circadian rhythms play an integral role in physical
and mental health.
— BluHue BIOS SkyBlue pinpoints peak 490nm sensitivity
to provide the most benefit from an electric light source.
— At night, simply dim the lights to remove SkyBlue™ wave-
lengths (specify “Blu_D"to dim Cyan SkyBlue spike separately

Blu

Hue

bios|

ILLUMINATED

[night mode]).
60
50 —
DYNAMIC
40— pavTiME
Full BIOS SkyBlue™ DYNAMIC
€ 30 |  (490nm) + STATIC
£ -
2 20 tveninG
é _ | BIOS SkyBlue™
10 Removed
0 T \ \
350 400 450 500 550 600 650 700 750
Nanometers
< DYNAMIC ® DYNAMIC + STATIC
DY § | SkyBlue™ Dims g Light Dims
§ﬁ 100%-0% & ﬁ¢ 100%-0%
S ® Dynamic dimming results R
- in subtle CCT shift warmer

Am ber AmberHue is Prudential Lighting’s Warm Dim offering.

U Hue /7 Ittransitions bright white light to warm amber light as
brightness is dimmed, reflecting sunlight’s transitioning from
intense blue midday light to a dimmed golden hue near sunset,
also reminiscent of soft glowing candlelight.

— Warm Dim 2200K-5000K.
— Color temperature warms as the luminaire is dimmed.
— Calm, relaxing mood communicated - hospitality,
residential feel.
5000
4500
4000
'—
U
U 3500
2500
2000 T T T T T T T 1
0% 10% 20% 30% 40% 50% 60% 70% 80% 90% 100%
Dimming

Prudential Ltg. reserves the right to change design specifications or materials without notice. Please visit prulite.com for most current data.
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www.prulite.com
https://www.prulite.com/product-category/recessed-linear/
https://www.prulite.com/product/biopro4/

BionicPro4™ | Recessed Linear PRUDENTIAL LTG.

PRULITE.COM 213.746.0360

Ch roma ChromaHue offers a vibrant full gamut of colors for seemingly endless architectural interior applications. Rich color-
Hue changing light offers tremendous design flexibility while white light can be achieved with the White chip, or mixing of
Red, Green and Blue light. No longer just for the entertainment industry, ChromaHue can be intermixed on BionicPro
luminaires for mood-creating indirect illumination combined with static white direct light.
— RGBW LED array (Red, Green, Blue, White) with full spectrum color and white light on the black body curve.
— Four-channel control, DMX drivers.
— Any color point within the triangle can be reached by setting the proper
output levels for each individual red, green, blue and white channels.
— Standard DMX is one zone with one XLR drop at start, one XLR return at the end.

| biue JNGISeR Il Red |

04

03 —

02 — 621nm 20

0.1 7 . 350 400 450 500 550 600 650 700 750
462nm

0.0 I \ \ \ T T T Nanometers
00 0.1 02 03 04 05 06 0.7 08
X

CONSTRUCTED WHITES

900
800
700
600
500
400
300
200
100

0

Lumens/ Ft

2700K 3000K 3500K 4000K 4500K 5000K

R: 100% R: 100% R: 100% R: 100% R:83% R: 80%
G:38% G:49% G:67% G:81% G:91% G: 100%
B: 8% B: 19% B:35% B:58% B: 76% B:95%
W: 100% W: 100% W: 100% W: 100% W: 100% W: 100%
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BionicPro4™

FLSH:

Medium Output:

BPRO4-REC-FLSH-LED35-MO-SAL

| Recessed Linear

Medium Output:

2740 Delivered Lumens 2886 Delivered Lumens
23 Watts 23 Watts

120 Im/w 127 Im/w

3500 CCT 3500 CCT

122 Spacing Criteria 190 Spacing Criteria

Zonal Lumen Summary:

0-90 = 100%

Vertical
Angle

0°
5°
15°
25°
35°
45°
55°
65°
75°
85°
90°

0°
986
980
934
852
742
613
472
323
175
37

UGR16

WELL Building
Standard
BPRO4-REC-FLSH-LED35-MO-BTW

UGR16

WELL Building

STANDARD OUTPUT: Standard

BPRO4-LED35-SO-LGP
3622 Delivered Lumens

32 Watts
13 Im/w
3500 CCT

Zonal Lumen Summary:

986 0-90 = 100%
25° 45 65°  90° "R.’,‘;f:' 0 25
986 986 986 986 0 721 721
980 977 982 982 5° 773 765
935 934 942 943 15 996 961
852 854 865 869 25° 1110 1074
742 746 760 463 35° 1084 1057
612 617 630 639 45> 906 907
471 477 488 497 55° 612 640
323 329 339 348 65° 360 381
175 181 190 198 75° 183 192
37 42 49 56 85° 48 49
0 0 0 0 90° 0 0

L70 — 200,000+ Hours
L90 — 100,000+ Hours (LO, MO & SO)
L90 — 60,000+ Hours (HO)

LED modules and drivers are field replaceable.

Programmable light output. Specify desired lumens or watts
per linear foot.

Standard binning (all Prudential LED boards) includes testing
at the chip level and board integration to provide consistent
color temperature within a 3-step MacAdams ellipse, with +/-
5% lumen output range and +/-.004 Duv.

ETL damp labeled and I.B.E.W. manufactured.

Must specify LED dimming controls. LED fixtures have
constant current driver(s) with less than 20% THD when
loaded to a minimum of 60%. Drivers sink a maximum of 6mA
per driver. DMO1 LED drivers are 0-10V dimmable and are
compatible with most 0-10V wall slide dimmers and direct
0-10V analog signal dimmers. Max driver size 1.65”w x 1.25"h.

721
45° 65°
721 721
742 724
854 724
933 698
925 634
824 533
635 411
402 287
204 170
55 55
0 0

Housing
Lens
Weight

Zonal Lumen Summary:
0-90 = 100%

1887
90° Vgggfg' 0 25 45 65  90°
721 0° 1887 1887 1887 1887 1887
714 5° 1883 1876 1866 1876 1878
655 15° 1802 1789 1765 1758 1752
561 25° 1631 1610 1562 1521 1500
463 35° 1381 1347 1253 1122 1061
378 45° 1070 1005 822 680 629
306 55° 696 594 459 380 351
235 65° 351 305 232 201 186
154 75° 147 134 100 95 87
55 85° 38 39 55 23 23
0 90° 0 0 0 0 0

Extruded aluminum trim and side wall >25% PC recycled,
100% recyclable.

20-gauge steel top housing >20% PC recycled, 100%
recyclable.

Die-Cast endcaps (LP), Formed steel endcaps (WTW)

Seamless lens up to 200’ Consult factory for longer lengths.
Polymer, 100% recyclable.

4.5 s/ ft.
Recessed into drywall or t-bar ceilings.

Single-source, 5 year limited warranty covers standard
components and construction.
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www.prulite.com
https://www.prulite.com/product-category/recessed-linear/
https://www.prulite.com/product/biopro4/
https://www.prulite.com/wp-content/uploads/2021/06/BPRO4-Batwing-UGR.pdf
https://www.prulite.com/wp-content/uploads/2021/06/BPRO4-Batwing-UGR.pdf

BionicPro4™ | Recessed Linear l\

FLSH:

Standard Output: Low Output: LOW OUTPUT:
BPRO4-FLSH-LED35-LO-4-WWF BPRO4-FLSH-LED35-LO-4-WWG BPRO4-FLSH-LED35-LO-4-MGZ
2056 Delivered Lumens 1989 Delivered Lumens 1994 Delivered Lumens

15.37 Watts 15 Watts 15 Watts

134 Im/w 132 Im/w 133 Im/w

3500 CCT 3500 CCT 4000 CCT

Zonal Lumen Summary:

0-90 = 100% 1321 Zonal Lumen Summary:

Zonal Lumen Summary: 2339

0-90 = 100% 1059 0-90 = 100%
"E,’,gfg' 0° 25 45 65  90° V:;gfg' 00 25° 45 65  90° Vﬁ;gfg' 0 25° 45 65  90°
90° 0 0 0 0 0 90° 0 0 0 0 0 90° 0 0 0 0 0
85° 2 23 25 27 28 85° 23 24 28 30 30 85° 2 32 26 25 27
75° 75 82 91 96 93 75° 77 81 103 108 9 75° 106 101 84 8 93
w 65 135 159 181 201 185 w  65° 153 165 225 224 166 w65 175 162 148 179 189
S s 24 o4 36 393 346 S s 28 309 43 416 25 S s 210 213 26 3 380
5 45> 372 457 526 668 533 5 45° 513 574 756 629 370 5 45> 274 282 315 471 722
2 35 65 736 821 944 670 2 35 os6 998 1014 746 487 2 35 358 371 413 663 1225
25° 967 1070 1140 1095 763 25° 1205 1165 1006 794 600 25° 460 476 554 998 1782
15° 1321 1297 1257 1058 828 15° 1022 997 910 810 693 15° 662 724 961 1627 2172
50 1065 1027 992 930 862 5° 844 83 810 779 739 50 1838 1951 2116 2338 2335
0 863 863 863 863 863 0° 747 747 747 747 747 0° 2339 2339 2339 2339 2339
5 740 757 766 804 862 5° 644 658 810 779 739 5° 1549 1574 1771 2066 2335
15° 646 655 661 704 828 15° 518 525 543 595 693 15° 615 646 810 1337 2172
25° 567 583 591 622 763 25° 458 461 468 497 600 25° 442 453 515 838 1782
w35 456 482 497 53 670 w35 408 409 41 417 475 w35 349 358 394 587 1225
® 45 344 369 384 419 533 ™ 45 403 403 405 416 487 ? 45 262 268 304 426 722
S 55 49 506 531 570 690 S ss 201 284 262 244 256 S ss 203 18 217 201 380
& e 173 17 165 164 185 € e a2 20 183 160 166 & e 165 18 144 172 189
75> 109 9% 8 8 93 752 137 130 104 92 9% 75° 110 9% 81 87 93
85° 33 30 27 26 28 85° 42 42 33 29 30 85° 36 31 23 24 27
90° 0 0 0 0 0 90° 0 0 0 0 0 90° 0 0 0 0 0
Vertical 1500 2025° 225° 2475° 270° Vertical 1800 2025° 225° 247.5° 270° Vertical 100 2025° 225° 2475° 270°

Angle Angle Angle

Prudential Ltg. reserves the right to change design specifications or materials without notice. Please visit prulite.com for most current data.
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BionicPro4™ | Recessed Linear

PRUDENTIAL LTG.

REG.5: REG1: REG3:
SATIN LENS
STANDARD OUTPUT: STANDARD OUTPUT: STANDARD OUTPUT:

BPRO4-REG.5-LED35-SO-SAL
3683 Delivered Lumens

BPRO4-REG1-LED35-S0-4-SAL
3560 Delivered Lumens

31 Watts 31 Watts
18  Lm/W 15  Lm/W
3500 CCT 3500 CCT

BPRO4-REG3-LED35-S0-4-SAL
3095 Delivered Lumens

31 Watts
100 Lm/W
3500 CCT

BATWING

STANDARD OUTPUT: STANDARD OUTPUT:
BPRO4-REG.5-LED35-S0-4-BTW I BPRO4-REG1-LED35-SO-4-BTW
3750 Delivered Lumens 3603 Delivered Lumens

31 Watts 31 Watts
121 Lm/W 116 Lm/W
3500 CCT 3500 CCT

BTW, WWF, WWG/PFL NOT AVAILABLE WITH REG3

FLAT WALL WASH

STANDARD OUTPUT: STANDARD OUTPUT:
BPRO4-REG.5-LED35-SO-4-WWF P BPRO4-REG1-LED35-SO-4-WWF
3870 Delivered Lumens 3744 Delivered Lumens

31 Watts 31 Watts
124 Lm/W 120 Lm/W
3500 CCT /

3500 CCT /’

BTW, WWF, WWG/PFL NOT AVAILABLE WITH REG3

MEDIUM WALL GRAZER

STANDARD OUTPUT: STANDARD OUTPUT:
BPRO4-REG.5-LED35-50-4-MGZ I BPRO4-REG1-LED35-S0-4-MGZ
3879 Delivered Lumens 3791 Delivered Lumens

STANDARD OUTPUT:
BPRO4-REG3-LED35-S0-4-MGZ P
3455 Delivered Lumens

31 Watts 31 Watts 31 Watts

125 Lm/W 122 Lm/W 1M1 Lm/W

3500 CCT 3500 CCT 3500 CCT

16° FWHM 16° FWHM 16° FWHM

Prudential Ltg. reserves the right to change design specifications or materials without notice. Please visit prulite.com for most current data.
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BionicPro4™ | Recessed Linear PRUDENTIAL LTG.

REG.5: REG1: REG3:

FOCAL GLOW WALL WASH / PERIMETER FILL

STANDARD OUTPUT: STANDARD OUTPUT: BTW, WWF, WWG/PFL NOT AVAILABLE WITH REG3
BPRO4-REG.5-LED35-S0-4-WWG/PFL BPRO4-REG1-LED35-SO-4-WWG/PFL

3826 Delivered Lumens - 3690 Delivered Lumens

31 Watts 32 Watts

123 Lm/W 19 Lm/W

3500 CCT 3500 CCT

UPTO ,‘ 2 ,‘ LPW UPTO ,‘ ,‘ 9 LPW UPTO " OZ LPW
Lo Mo Mo

REG.5: Lo Mo so HO REG1: SO HO REG3: Lo SO HO
SAL Lm/Ft 450 670 900 1175 SAL Lm/Ft 435 640 885 1115 SAL Lm/Ft 375 560 750 975
BTW Lm/Ft 460 685 935 1200 BTW Lm/Ft 450 670 900 1175 MGZ | m/Ft 435 640 885 1115
WWF | m/Ft 475 700 975 1225 WWF Lm/Ft 450 670 900 1175 W/Ft 38 56 78 105
WWG/PFL L m/Ft 475 700 975 1225 WWG/PFL | m/Ft 450 670 900 1175 LUMEN CHART AT 3500K-80 CRI
MGZ Lm/Ft 475 700 975 1225 MGZ |m/Ft 460 685 925 1200
W/Ft 38 56 78 105 W/Ft 38 56 78 105
LUMEN CHART AT 3500K-80 CRI LUMEN CHART AT 3500K-80 CRI )

Consult factory for Louver IES: marketing@prulite.com

INSULATION DETECTOR (ID)
FOR NON-IC RATED FIXTURES

-~
Insulation Detector (ID) REQUIRED for non IC-rated fixtures
Non IC-rated = NO INSULATION ALLOWED
ID REQUIRED for:
ELDO | Lutron & Signify EMHE Custom Length* EMHE + Custom Length
— — — — HO SO-HO

* Custom length = field adjustable, not 1" increments

Request Insulation Detector Side Mount (IDSM) if plenum less than 6”

Prudential Ltg. reserves the right to change design specifications or materials without notice. Please visit prulite.com for most current data. R
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BionicPro4™ | Recessed Linear 4

YSW - Seashell White
(Matte)

YSTM - Storm Grey
(Matte)

YBB - Black
YBK - Black (Matte) (Semi Gloss)

YMB - Military Blue
YSKM - Sky (Matte) (Matte)

YIB - Interstate YSAM - Sapphire
Blue (Matte) (Matte)

YFGM - Forest YBR - Bronze e
Green (Matte) (Matte) T—
YBY - Boysenberry YSRM - Sunset Red
(Matte) (Matte)
YOR - Orange YDAM - Daffodil
s DAY, T-BAR HARD CEILING

Choose from one of our Premium
Colors with no set-up fee.

For paint chip samples, please email: X1 XM | %6 ¥
info@prulite.com Amstrong Suprafine
. withTegular
8" 158" — Vs o 798
— e . %6" 5467 %6 "~
T-Bar y T-Bar Tegular Armstrong Interlude
X3
DRYWALL "
WTW requires drywall to extend A o 3 —1 =) W
up to top of fixture on the ends. ~%e"S
/ Hard Ceiling Flange Trim y Slot Grid, Tegular Mud-over Flange y Finished Extruded Side
X9/ X11
=S
WOOD SLATS WOOD PANELING CLIP ON FABRICTILE

Prudential Ltg. reserves the right to change design specifications or materials without notice. Please visit prulite.com for most current data.
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BionicPro4™

Corners

C2-60:

| Recessed Linear

C2-90:

PRUDENTIAL LTG.

PRULITE.COM 213.746.0360

C2-120: C2-135:

5—8%"—5

s, 9%
2
120

C2-90 Dimensions vary by ceiling type,
consult factory

1%"

C3T:

C3Y:

C4T: C4Xx:

csl:

C80:

e a— E 7

2 A% 4

MOUNTING

LIGHT POCKET

Drywall

Y

Die Cast End

WALL-TO-WALL WTW End Plate

% AN

Wall Body

OVERHEAD MOUNTING BRACKETS (OMB)

Optional Install Method

Prudential Ltg. reserves the right to change design specifications or materials without notice. Please visit prulite.com for most current data.
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BionicPro4™ | Recessed Linear

Wall to wall (WTW) fixtures can
project strong lighting distributions
on perpendicular wall which some
find undesirable.

Medium Wall Graze (MGZ) shown above.

Feather (FTR) softens distributions
on perpendicular walls.

Medium Wall Graze (MGZ) shown above with FTR.

NA with HO Output.

INTERNATIONAL
WELL
BUILDING
INSTITUTE™
\J
WELL OPTION 1B,
FIXTURE UGR 16 OR LESS

TOP VIEW SIDE VIEW

/

Low Glare Prismatic lens has a dynamic ‘prismatic stripe’ that ‘follows the viewer’
and offers a sense of depth. The narrow distribution has low glare (UGR) and
meets WELL UGR of 16 or lower. It utilizes the FTR Diffuser (see below).

NOTE: Our Batwing lens also meets WELL UGR of 16 or less (BioPro 3-4-5).
NA with HO output.

P

VISIBLE DISPARITY
IN LENS
BRIGHTNESS

FTR (FEATHERING DIFFUSER) DETAIL

FTR Diffuser

NOTE: Using FTR creates a visible disparity in lens brightness when viewed from directly below.
FTR is NOT available dual-sided on two corners 5°or less.

6-32 x 2" Screw
Nylon Spacer Washer

FTR Diffuser

5 ¥"Lens Overlap =
NO LIGHT LEAKS

Light Pocket Only

Q)

90° louver corners available,
consult factory for other corners

Prudential Ltg. reserves the right to change design specifications or materials without notice. Please visit prulite.com for most current data.
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BionicPro4™

| Recessed Linear

§

GRID TO GRID (T-BAR):

APERTURE | BPRO2 BPRO3 BPRO4 BPRO5
W = FIXTURE WIDTH 2" 37 4" 5"
X = GRID TO GRID SPACING 37 47 5" 6"
T-BAR — X1, X1M, X1T, X2, X6
FLSH: LVR:

REG1:

JAY [ A
ane 18] ; -
|;|TJ / LOUVER ﬂ_TE

REG3:

—SE =G
8500l

HARD CEILING OPENING:

APERTURE
W = FIXTURE WIDTH

X = CEILING OPENING
(FLUSH)

(LVR, REG.5, LVR1, REG1, LVER3, REG3)

FIXTURE ROUGH IN LENGTH =

BPRO2 BPRO3 BPRO4 BPRO5
5 3 e 5
0 3 v 51
2% 3547 s 53

Fixture Length + 1%6”

HARD CEILING — X3, X7, X11 + T-BAR — X9

FLSH:

LVR1:

5 9
g
R Y

lD

VE
_ X —

4%6”

NOTE: X3 Hard Ceiling with Louver/Regress,
fixtures MUST be installed before drywall

REG.5:

LVR3:
[ — \é’ ]
2
p / 9
6'546” g:..' kY .‘%
/__LOUVER
I:Iﬂ I

n—X—c

Prudential Ltg. reserves the right to change design specifications or materials without notice. Please visit prulite.com for most current data.
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L

MOUNTING LOCATIONS

/

T-BAR — X1, X1M, X1T, X2, X6, X9
LIGHT POCKET (LP):

1%"

Tie Wire Locations

Tie Wire Locations

Tie Wire Locations 8"

FIXTURE LENGTHS

TIE WIRE LOCATIONS

5"

- - =
Or= 510 Or= 510 Or= 510
o o o o o o
q o (|| @ e || 4 3
0 START 0 0 INTERMEDIATE 0 0 END 0
L L -
W «14" Light Pocket 2" Light Pocket -
Fixture Length Fixture Length Fixture Length ————

Tie Wire Locations 8"

Start / Intermediate | End/Individual | Start/Individual = —
2’ 24" 227 203" 24" 23" c@ INDIVIDUAL @°
3’ 36" 347 323" 36" 35 g 0
4 48" 46" 4434" 48" 47" i « V2" Light Pocket 2" Light Pocket -»
57 60" 58" 563" 60" 59" Fixture Length —————
(Y 72" 70”7 6834 72" 717
7 84" 82" 8034 84" 83"
8" 96" 94~ 923" 96" 95”
WALL-TO-WALL (WTW): Tie Wire Locations
Range for
FIELD CUTTABLE
15" Tie Wire Locations Tie Wire Locations Tie Wire Locations ———— 25" t0 16%” (2F-7F) ——
2%"t0 12%” (1FR)
» _ 1 H
76 ol ||| Jo o ||Je o ©
4 4 > |8 o
0 START 0 INTERMEDIATE 0 0 FILLER ;
= = T TF

v« 52" Wall-to-Wall

Fixture Length

FIXTURE LENGTH

24" 20%"
36" 323%"
48" 443"
60" 56%"
72" 68%"
84" 80%"
96" 923"

TIE WIRE LOCATIONS

Intermediate

24"
36"
48"
60"
72"
84"
96"

Fixture Length

%" +—+— Tie Wire Locations —+—— 2s4"to 16%" (2F-7F) ——

Fixture Length

152" Wall-to-Wall -

Tie Wire Locations
Range for
FIELD CUTTABLE

2%"to 12%" (1FR)

-
Or=
i
fe)

FILLER

o

o Qo

L F

W« Y32"Wall-to-Wall

52" Wall-to-Wall - «

Fixture Length

FIXTURE LENGTH

626" 15
24"~ 38" 23
36 50" 357
48-62" 477
60~ 74" 59
72"~ 86" 71"
84~ 98" 83"

12%"
20%"
32%"
443%"
56%"
68%"
80%"

TIE WIRE LOCATIONS
Filler Individual A
0

POWER FEED LOCATIONS:
3'%6” 315%6”
T
o o
g BPRO3 &
1o
L !
3V 3Va"4
-l_‘[] -
o@ BPRO4/5 @> '
0! o o y /
L —
"« ¥2"Light Pocket ~ ';"Light Pocket -»"' T-BAR
52" Wall-to-Wall 52" Wall-to-Wall LEN\IslglégnLL
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BionicPro4™

| Recessed Linear

L

MOUNTING LOCATIONS

/

HARD CEILING — X3, X7, X11

LIGHT POCKET (LP):

Tie Rod Locations Tie Rod Locations Tie Rod Locations
0= 0 0= =0 0= =0
@ START @3 @@ INTERMEDIATE ©> @@ END @
hie) Ol hie) Ol hie) Ol
W «14" Light Pocket 2" Light Pocket -
Fixture Length Fixture Length Fixture Length ————

FIXTURE LENGTHS

Start / Intermediate
2’ 24"
37 36"
4 48"
57 60"
6" 72"
7 84"
8" 96"

End/Individual | Start/Individual
24" 20" 24"

36" 3 36"
48" 44" 48"
60" 567 60"
72" 68" 727
84" 80" 84"
96" 9" 96"

TIE ROD LOCATIONS

24"
36"
48"
60"
727

84"
96"

WALL-TO-WALL (WTW):

Tie Rod Locations

Tie Rod Locations

5

Tie Rod Locations