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TESTING
NVLAP LAB CODE 600221-0

REPORT NUMBER
104848644LAX-008

MODEL NUMBER(s)
BPRO5-PER-REG.5-LED35-50-4-MGZ

REPORT RENDERED TO:
PRUDENTIAL
1774 EAST 21ST STREET
LOS ANGELES, CA 90058

STATEMENT OF LIMITATION
This report must not be used by the client to claim product certification, approval, or endorsement by NVLAP, NIST, or any
agency of the federal government.

AUTHORIZATION
The testing performed was authorized by signed quote number Qu-01205890.

TEST STANDARDS
IESNA LM-79 - 2008: Electrical and Photometric Measurements of Solid State Lighting

In Charge of Testing: Reviewer:

§77 Tl TR }QI‘_,\L‘ M

Nicolas Manders Jacki Swiernik
Engineer Staff Engineer
Lighting Division Lighting Division

This report is for the exclusive use of Intertek's Client and is provided pursuant to the agreement between Intertek and its Client. Intertek's responsibility and liability are limited to the terms and conditions
of the agreement. Intertek assumes no liability to any party, other than to the Client in accordance with the agreement, for any loss, expense or damage occasioned by the use of this report. Only the Client
is authorized to permit copying or distribution of this report and then only in its entirety. Any use of the Intertek name or one of its marks for the sale or advertisement of the tested material, product or
service must first be approved in writing by Intertek. The observations and test results in this report are relevant only to the sample tested. This report by itself does not imply that the material, product, or
service is or has ever been under an Intertek certification program.
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25800 Commercentre Drive
Lake Forest, CA 92630
Telephone: (949) 448-4100
www.intertek.com

SAMPLE INFORMATION REPORT NO. 104848644LAX-008

ITEMS RECEIVED

Item No. Control No. Model No. Description Type Received
BPRO5-PER-REG.5-LED35
1 LAN2110151314-002 Wall Graze LED Fixture Production 10/15/2021
SO-4-MGZ
2 LAN2110151314-002-A Reg 0.5 Frame Production 10/15/2021
3 LAN2110151314-002-D MGZ Lens Production 10/15/2021

TESTED SAMPLE CONFIGURATIONS

Config No. Tested Model No. Item Nos. Utilized

1 BPRO5-PER-REG.5-LED35-50-4-MGZ 1,23

SAMPLE PHOTOS - TESTED CONFIGURATIONS
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SUMMARY

PRODUCT INFORMATION AND SUMMARY OF DATA

25800 Commercentre Drive
Lake Forest, CA 92630
Telephone: (949) 448-4100
www.intertek.com

REPORT NO. 104848644LAX-008

Product Model No.: BPRO5-PER-REG.5-LED35-S0O-4-MGZ
Product Description: Wall Graze LED Fixture
LED Model No.: Lumileds 2835e 9V 3500K 80 CRI
Driver Model No.: Osram OTI 50W G2 (832mA)
Light Source: LED

Criteria Results
Light Output (lumens) 3950.3
Input Power (W) @ 120 (Vac) 31.19
Lumen Efficacy (Im/W) 126.7
Input Power Factor () @ 120 (Vac) 0.977

TEST METHODS

[SEASONING IN SAMPLE ORIENTATION - LED PRODUCTS

No seasoning was performed in accordance with IESNA LM-79.

[TYPE C GONIOPHOTOMETER DISTRIBUTION TESTING

A Type C Mirror Goniophotometer system was used to measure the luminous intensity (candela) at each angle of distribution for the
EUT. Electrical measurements of the unit were measured using a power analyzer. Each EUT was operated at the rated input voltage of
the system in its designated orientation. The ambient temperature was measured at a position near the EUT at equal height and

stabilization procedures to LM-79 were followed.
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TYPE C GONIOPHOTOMETER DISTRIBUTION TESTING REPORT NO. 104848644LAX-008

Test Configuration Tested Model No. Pass/Fail/NA

1 BPRO5-PER-REG.5-LED35-S0-4-MGZ NA
PHOTOMETRIC AND ELECTRICAL MEASUREMENTS (25°C +/- 1°C)
Base Orientation Input Voltage (Vac) Input Current (mA) Input Power (W) Input Power Factor () | Input ATHD(%)
Up 119.89 266.1 31.19 0.977 10.1
Light Output (Im) Lumen Efficacy (Im/W)
3950.3 126.7
INTENSITY SUMMARY - CANDELA
Angle 0 22.5 45 67.5 90 | Polar Candela Plot |
90 0 0 0 0 0
85 28 32 34 46 56 Polar Candela Distribution
80 64 74 90 115 125 E:100 150% 170°° 1609 15020 140e
W 75 124 141 158 190 199 I o
) 70 210 218 230 279 287
65 289 295 301 385 398 =l e
L 60 372 364 376 513 552 2,550 .
L 55 429 425 456 658 761 oy 110
50 482 491 541 817 1038 e
s 45 547 566 625 985 1386 i ;
| 40 624 649 711 1168 1824 Dy o age
5 35 708 731 805 1384 2339 250 A
30 787 813 922 1672 2917 Ll
E 25 873 915 1086 2075 3495 ’ 702
20 1004 1077 1365 2652 4016 2,550 b
15 1270 1430 1946 3416 4431 3,400
10 2031 2366 3040 4277 4719 iy S0
5 3794 4124 4489 4929 4877
0 4905 4905 4905 4905 4905 Pl VAo . 1057306 Tane ge
5 3159 3123 3560 4253 4877 W-0oH W-225°H
10 1715 1760 2268 3406 4719 W -50°H i g§°5Ho H
15 1171 1209 1522 2628 4431 TR
20 985 1000 1169 2042 4016
R 25 884 888 990 1640 3495
o 30 809 808 871 1368 2917
35 728 731 779 1172 2339
0 40 635 642 696 1014 1824
M 45 555 556 613 874 1386
50 483 480 528 739 1038
s 55 422 411 445 608 761
| 60 361 345 366 481 552
65 278 270 292 366 398
- 70 212 199 220 267 287
E 75 134 130 149 183 199
80 68 68 83 109 125
85 30 27 30 42 56
90 0 0 0 0 0
Angle 180 202.5 225 2475 270
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REPORT NO. 104848644LAX-008
ILLUMINANCE SUMMARY

Mounting Height: 10

llluminance - Cone Of Light Isoillumination Plot

Tlluminance at a Distance

Center Bearn Fo Eiearn Width = z Z
iR 1,697 fc 0.5 ft 22
23R 450 fc 0.9 ft 4.2 ft
c.0f 196 fc 1.3 6.4 ft i
& 7R 109 fc 1.8t 8.6 ft B -
T1.2 Fc 2.2 10.7 it 1 e e
2,30 - .
ol 49.1 fc 27ft 12910 7
W ert, Spread: 15.2° i1
M Horiz, Spread: 65,57 0 H
b - ' - .J':
z ‘\-L‘__\_ _'__.-lf
i e
—
= 0.1k
mont height (10°0)
ZONAL LUMENS
[ Zonal Lumen Summary |
Zone Lumens | Luminaire Zone Lumens Total Zone Lumens Total
0-30 1,670.8 42.3% 0-10 353.3 8.9% 90-100 0.0 0.0%
0-40 2,348.6 59.5% 10-20 627.4 15.9% 100-110 0.0 0.0%
0-60 3,413.8 86.4% 20-30 690.2 17.5% 110-120 0.0 0.0%
60-90 536.5 13.6% 30-40 677.8 17.2% 120-130 0.0 0.0%
70-100 214.2 5.4% 40-50 595.2 15.1% 130-140 0.0 0.0%
90-120 0.0 0.0% 50-60 470.0 11.9% 140-150 0.0 0.0%
0-90 3,950.3 100.0% 60-70 322.3 8.2% 150-160 0.0 0.0%
90-180 0.0 0.0% 70-80 170.2 4.3% 160-170 0.0 0.0%
0-180 3,950.3 100.0% 80-90 44.0 1.1% 170-180 0.0 0.0%
SPACING CRITERION LUMINANCE DATA - AVERAGE LUMINANCE (cd/m?)
Spacing Criterion (0-180 0.30 Angle 0 45 90
Spacing Criterion (90-270 0.98 45 5148 5882 13045
Spacing Criterion (Diagonal 0.46 55 4978 5291 8830
65 4551 4740 6267
75 3188 4063 5117
85 2138 2596 4276
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EQUIPMENT LIST

25800 Commercentre Drive
Lake Forest, CA 92630
Telephone: (949) 448-4100
www.intertek.com

REPORT NO. 104848644LAX-008

# Equipment Model No Control No. | Last Cal Cal Due
1 Goniophotometer 6440T 000943 VBU VBU
2 AC Source CW1251P 000944 VBU VBU
3 Power Analyzer WT210 000945 09/21/21 09/21/22
4 Tape Measure 33-428 002225 08/23/21 08/23/22
5 Thermometer DPi8-C24 001782 09/22/21 09/22/22
6 Temp. & RH Meter 971 002137 09/20/21 09/20/22
REVISION HISTORY
# | Revision Date Updated By Reviewed BY Description of Change

- None
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