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SERIES LED COLOR OUTPUT NOMINAL 
LENGTH

CIRCUITING VOLTAGE DRIVERS OPTIONS &  
 CONTROLS

PCR SC

PruCove 
Remote 
Driver

 

LED27 
2700K  
(90CRI)

LED3 
3000K
LED35 
3500K
LED4 
4000K
LED3-90 
90CRI
LED35-90 
90CRI
LED4-90 
90CR

LO  Low
MO   
Medium 
SO   
Standard
HO  High
PROG  Pro-
grammable  
Light Output  
(Specify desired lm/
ft or w/ft

1´ 
(1´ Unit acts as a 
Satellite, no integral 
driver)

2´
3´
4´
5´
6´
7´
8´
R___  
(1´ increments

SC 
Single 
Circuit

UNV 
(120-277)

347  
(Emergency 
battery requires 
a Step Down 
transformer

ND  Non-Dimming
DM01  0-10v, 1% Dimming  
LDE1  Lutron Hi-lume 1% 
EcoSystem LED  
(Soft fade on, fade-to-black dimming)

ECO  1% 0-10v, EldoLED  
(Logarithmic dimming std)

ECDA  1% DALI, EldoLED 
(Logarithmic dimming std)

SOLO  0.1% 0-10v, EldoLED  
(Dim-to-dark, Logarithmic dimming 
std)

SODA  0.1% DALI, EldoLED  
(Dim-to-dark, Logarithmic dimming 
std)

EMHE*  CA T20 Emergency Battery (900 
delivered lumens; CA Title 20 compliant)

ETS-DR*  Iota ETS-DR Emergency Transfer 
Switch 
(For generators)

*   <4´ Remote only  
ENTIRE FIXTURE MUST BE EMERGENCY

BUILD-YOUR-OWN-COVE TRIM: 
KE  Knife Edge Trim
SE  Straight Edge Trim

SPECIFY CONFIGURATIONS BELOW ⬇

Lumen output may vary +/- 5%  
3500K used for lm/ft estimates above  

4000K +2% llf, 3000K –2%, 2700K –4%  
-10% LLF for 90 CRI (4K, 3500K and 3K)

See LED Details PDF for more info

111/16˝

PCR Remote Driver

115/16˝

PCR-LED35-LO
1653 Delivered Lumens
18  Watts
90 lm/w

9   0 
LO MO SO HO

lm/ft 410 625 850 950
w/ft 4.6 6.5 9.5 11

UP TO                         LPW
Performance asymmetric in miniature form, that fits where only  
tape previously resided. Uniform asymmetric throw creates a  
beautiful wide-spread gradient from discrete sized coves.

—  Fully rotatable optics.

—   Remote & integral (see separate sepc sheet)  
driver options.

—  Armstrong Axiom compatible.

—  Soft backlight ensures no shadows in cove.

SERIES BUILD-YOUR-OWN-COVE TRIM NOMINAL LENGTH

PCR

PruCove Remote Driver KE  Knife Edge Trim
SE  Straight Edge Trim

4´
8´

PRUCOVE VIDEO

SEE PAGE 2 FOR REMOTE BOX OPTIONS

https://www.prulite.com/wp-content/uploads/2020/02/Osram-G2-1-Drivers.zip
http://www.prulite.com/wp-content/uploads/2018/03/LDE1-%E2%80%94-Lutron-EcoSystem-Hi-Lume-1-Soft-Fade-to-Black.pdf
http://www.prulite.com/wp-content/uploads/2018/03/ECO-%E2%80%94-EldoLED-ECOdrive-50w-0-10v.pdf
http://www.prulite.com/wp-content/uploads/2018/03/ECDA-%E2%80%94-EldoLED-ECOdrive-50w-1-DALI.pdf
http://www.prulite.com/wp-content/uploads/2018/03/SOLO-%E2%80%94-EldoLED-SOLOdrive-50w-0.1-0-10v-Dim-to-Dark.pdf
http://www.prulite.com/wp-content/uploads/2018/03/SODA-%E2%80%94-EldoLED-SOLOdrive-50w-0.1-DALI-Dim-to-Dark.pdf
http://www.prulite.com/product-category/cove-perimeter/
https://www.prulite.com/product/prucove-remote-driver/
www.prulite.com
https://www.prulite.com/wp-content/uploads/2020/04/PCR-LED35-LO.zip
https://www.prulite.com/wp-content/uploads/2020/04/PCR-LED35-MO.zip
https://www.prulite.com/wp-content/uploads/2020/04/PCR-LED35-SO.zip
https://www.prulite.com/wp-content/uploads/2020/04/PCR-LED35-HO.zip
https://youtu.be/Vl3LCGoeABQ
https://www.prulite.com/wp-content/uploads/2020/04/PruCove-PCR.zip
http://www.prulite.com/wp-content/uploads/2016/04/LED-Warranty.pdf
http://www.prulite.com/wp-content/uploads/2016/04/LED-Details-2.1.pdf
https://www.prulite.com/wp-content/uploads/2018/12/PRU-Buy-America.pdf
https://www.prulite.com/wp-content/uploads/2021/10/Declare-Info-2021.pdf
https://www.prulite.com/wp-content/uploads/2020/04/PruCove-%E2%80%94-Social-Media-Kit.zip
https://www.prulite.com/wp-content/uploads/2023/11/EMHE.zip
https://www.prulite.com/wp-content/uploads/2020/03/ETS-DR-IOTA-Spec.pdf
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SERIES REMOTE BOX TYPE REMOTE BOX 
COLOR

EMERGENCY OPTIONS LENGTH LINE VOLTAGE  
LOCATION

POWER FEED 
(NOT FOR X1) 

MOUNTING

REMBOX —

Remote 
Box

DBS   
Deco Surface Box Single
DBD   
Deco Surface Box Double
NOTE: Double used when drivers  
& Emergency don't fit in Single,  
factory will typically determine 
when ordering

X1 All T-Bar Ceilings
X3  Hard Ceilings with 
Flange (Does not typically need 
this spec sheet filled out)

X7  Hard Ceilings with 
Mud-over Flange

NA X1 T-bar boxes 
are pre-painted, 
DO NOT designate 
paint color
TMW  Textured 
Matte White (Stan-
dard)

YGW  Gloss White
Y__  Premium Color
CC  Custom Color
NOTE: Visable parts only

EMHE  CA T20 
Emergency  
Battery
ETS-DR   

Iota ETS-DR  
Emergency 
Transfer Switch
EMC   
Emergency 
Circuiting

OMB Over-
head Mount-
ing Bracket 
(X3 & X7 Only,  
see page 5)

Consult 
factory for 
Sensors  
installed in  
Remote Box 

2´ 
(Standard)

4´
Custom

(DBS/DBD ONLY) 0
1 
(Standard) 

2
See page 7

NOMT 
(Fixture DOES NOT 
mount to remote 
box, X1 T-Bar always 
NOMT)

MT 
(Fixture mounts to 
remote box)

See page 8

LEFT:

0
1
2

RIGHT:

0
1
2

NOTE: Left is indicated 
by power or mount holes 
on cover

See page 6

DBS - SINGLE

REMOTE BOX TYPE:

X7 MUD-OVER FLANGEX3 FLANGED HARD  
CEILING REMOTE BOXES

X1 T-BAR REMOTE BOXES  
(PLENUM ACCESS)

DBD - DOUBLE

21/8˝

25/16˝

23˝or 47˝*

45/16˝ 45/16˝

61/2˝

49/16˝

21/8˝

35/16˝ 35/16˝

33/16˝
33/16˝

33/32˝

DBDDBS

REQUIRED FOR QUOTING: PRU WILL COMPLETE:

SEE  
PAGE 5  

FOR  
DETAIL

CEILING LINE

* 24˝ or 48˝ T-bar grid mounting  
of 23˝ or 47˝ remote boxes 

Box 35/16˝ wide

Mounting 
Clip

SEE PAGE 2 FOR REMOTE BOX OPTIONS

http://www.prulite.com/product-category/cove-perimeter/
https://www.prulite.com/product/prucove-remote-driver/
www.prulite.com
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LUMEN MAINTENANCE 

Designed to last with cool running mid-power LEDs 
projected to maintain 90% (L90) of their initial output for 
100,000 hours (at HO), and L70 exceeding 150,000 hours.

LED SYSTEM LED modules and drivers are field replaceable. 

PROG 
(OPTIONAL)

Programmable light output. Specify desired lumens or watts 
per linear foot. Min: 2.5 w/ft, consult factory for requests 
above 10.5 w/ft.

BINNING Standard binning (all Prudential LED boards) includes testing 
at the chip level and board integration to provide consistent 
color temperature within a 3-step MacAdams ellipse, with +/- 
5% lumen output range and +/- .004 Duv.

LABELS CSA and ETL damp labeled and I.B.E.W. manufactured.

ELECTRICAL Must specify LED dimming controls. LED fixtures have 
constant current driver(s) with less than 20% THD when 
loaded to a minimum of 60%. Drivers sink a maximum of 
6mA per driver. DM01 LED drivers are 0-10V dimmable and 
are compatible with most 0-10V wall slide dimmers and 
direct 0-10V analog signal dimmers. Max driver size  
1.25˝ w x 1˝ h.

CONSTRUCTION

Housing Extruded aluminum>25% PC recycled, 100% recyclable.

End Caps Die-formed heavy gauge aluminum, >25% PC recycled,   
100% recyclable.

Lens Extruded acrylic TIR and prismatic dual lens with PruOptics™, 
100% recyclable.

Extrusions
 (OPTIONAL)

Knife Edge and Straight Edge aluminum extrusion, 
non-painted.

LABELS ETL damp labeled and I.B.E.W. manufactured.

MOUNTING Surface mounted to walls or ceilings in concealed coves.

WEIGHT 1 > lbs/ft.

WARRANTY Single-source, 5 year limited warranty covers standard  
components and construction.

PHOTOMETRICS

Low Output:
PCR-LED35-LO
1653 Delivered Lumens
18  Watts
90 lm/w
Test No. 
104160270LAX-002 
 
 
 
 

Zonal Lumen Summary:
0-90 = 17%
90-180 = 83%

105° PEAK BEAM ANGLE

1417

Vertical Angle 0° 22.5° 45° 67.5° 90°

0° 0 0 0 0 0

5° 0 0 0 0 0

15° 0 0 0 0 0

25° 12 0 0 0 0

35° 28 22 0 0 0

45° 49 42 19 0 0

55° 76 65 37 0 0

65° 130 112 64 14 0

75° 279 244 128 24 0

85° 561 521 257 46 0

90° 722 723 314 63 0

95° 918 960 342 84 0

100° 1211 1110 350 105 17

105° 1417 1069 345 124 30

110° 1314 921 335 140 45

115° 1090 758 322 152 60

125° 730 554 300 174 92

135° 524 426 271 194 123

145° 366 320 252 211 151

155° 288 273 249 223 176

165° 262 258 245 224 194

175° 231 227 221 214 206

180° 204 204 204 204 204

http://www.prulite.com/product-category/cove-perimeter/
https://www.prulite.com/product/prucove-remote-driver/
www.prulite.com
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YSW –  Seashell White
(Matte) 

YCH –  Champagne
(Metallic)

YSL –  Silver 
(Metallic)

YPE –  Pewter 
(Matte)

YRG –   Rain Grey
(Gloss)

YSTM – Storm Grey 
(Matte) 

YBK –  Black (Matte)
YBB – Black 
(Semi Gloss)

YSKM – Sky (Matte)
YMB  –  Military Blue
(Matte)

YIB –   Interstate 
Blue (Matte)

YSAM – Sapphire 
(Matte) 

For paint chip samples, please email: 
info@prulite.com

Choose from one of our Premium 
Colors with no set-up fee.

YFGM – Forest  
Green (Matte) 

YBR – Bronze  
(Matte)

YSRM –  Sunset Red 
(Matte)

YBY – Boysenberry
(Matte)

YOR – Orange 
 (Matte)

 
YDAM – Daffodil              
(Matte)

31/4˝ 
Min

2˝

MOUNTING DIMENSIONSORIENTATION

X

TOP VIEW

105° 
PEAK BEAM ANGLE

INSTALLATION HEIGHT

Prismatic Optic

TIR Optic

Specular Reflector

LED

LIGHT ENGINE — OPTICAL COMPONENTS

STRAIGHT EDGE (SE) KNIFE EDGE (KE)

PRU EXTRUSIONS

61/2˝

23/8˝
31/8˝

33/4˝

23/8˝
31/8˝

‘Y’ 
FIXTURE LENGTH 

‘X’ 
MOUNTING 

1´ = 1´ 9/16˝ 6 1/4˝

2´ = 2´ 9/16˝ 18 1/4˝

3´ = 3´ 9/16˝ 30 1/4˝

4´ = 4´ 9/16˝ 42 1/4˝

5´ = 5´ 9/16˝ 54 1/4˝

6´ = 6´ 9/16˝ 66 1/4˝

7´ = 7´ 9/16˝ 78 1/4˝

8´ = 8´ 9/16˝ 90 1/4˝

Y

Limit spacing between fixtures  
in a straight row 2˝ for  

shadow free gap

2˝

FRONT

NOTE:   Use 5/8” drywall with PRU KE and SE extrusions. Knife Edge and Straight Edge aluminum extrusion, non-painted.

11/2˝

31/8˝ 

45/8˝

31/8˝

http://www.prulite.com/product-category/cove-perimeter/
https://www.prulite.com/product/prucove-remote-driver/
www.prulite.com
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PruCove vs. MicroCove
A comparison of footcandle distributions on the ceiling.

• • • • • • • • • • • • • • • • • • • • •

W
ATTS/

FT

COVE H
EIG

HT

AVERAGE I
LL

UM
IN

ANCE 

(C
EILI

NG)

PruCove 4.6

6˝ 21.4

9˝ 20.7

12˝ 19.7

18˝ 18.9

MicroCove 4.6

9˝ 14.7

12˝ 15.5

18˝ 15.8

C
O

V
E

 15´

 6-˝18˝

6˝

9˝

12˝

18˝

LOW OUTPUT (4000K, 5W/FT)– FOOTCANDLE VALUES ON CEILING (EVERY FOOT)
CO V E  H E I G H T:

PCR PruCove Remote or MIC Microcove

PCR Vertical Wall Graze

165

90

32

14

8

6

4

3

3

6˝

PruCove Remote (PCR) 

CO
V

E

80 44 23 14 9 6 5 4 3 3 3 2 2

MicroCove (MIC)

CO
V

E

90 33 14 8 6 4 3 3 3 2 2 2 2

PruCove Remote (PCR) 

CO
V

E

68 45 28 19 12 9 6 5 4 3 3 3 2

MicroCove (MIC)

CO
V

E

90 33 14 8 6 4 3 3 3 2 2 2 2

PruCove Remote (PCR) 

CO
V

E

4 43 32 23 17 13 10 8 6 5 4 4 3

MicroCove (MIC)

CO
V

E

90 33 14 8 6 4 3 3 3 2 2 2 2

PruCove Remote (PCR) 

CO
V

E

90 33 14 8 6 4 3 3 3 2 2 2 2

PruCove (PC)

CO
V

E

90 58 24 7 4 3 3 3 2 2 2 2 2 2 1

PruCove (PC)

CO
V

E

84 57 28 11 7 4 3 3 2 2 2 2 2 2 1

PruCove (PC)

CO
V

E

85 46 20 11 7 5 4 3 3 2 2 2 2 2 2

PruCove (PC)

CO
V

E

72 54 32 18 12 8 6 4 3 3 2 2 2 2 2

http://www.prulite.com/product-category/cove-perimeter/
https://www.prulite.com/product/prucove-remote-driver/
www.prulite.com
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REMOTE BOX OPTIONS

OMB (OVERHEAD MOUNTING BRACKET)
(2 Per Remote Box) Optional mounting for hard ceiling installs (X3, X7)

X7 DETAIL  
MUD-OVER FLANGE

DBD

DBS



Prudential Ltg. reserves the right to change design specifications or materials without notice. Please visit prulite.com for most current data.   
© 2014 All rights reserved – All products manufactured at:  Prudential Ltg.  1774 E. 21st Street, Los Angeles, CA  90058 7Cove & Perimeter

10-11-2023

PRULITE.COM    213.746.0360

LEFT: 0 / RIGHT: 0 LEFT: 1 / RIGHT: 1

LEFT: 1 / RIGHT: 0 LEFT: 0 / RIGHT: 1

Line Voltage Location for Surface Mount
DBS/DBD Only

Flex

Flex

Flex

No holes in remote box, power feed fed from above

Fixture cable hung from remote box, flex to LEFT 
(typically for concrete ceilings)

Fixture cable hung, flex to RIGHT of cable

NOTE: DBD will be needed 
for most driver + Emergency, 
two power feeds possible L2 
(left) or R2 (right) side.

LEFT: 2 / RIGHT: 0 LEFT: 2 / RIGHT: 2
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Power Feed

— 0 — No Power cord out of remote box canopy

— 2 — Power cords out of remote box canopy

— 1 — Power cord out of remote box canopy

Power  
Cord

Power  
Cord

CUSTOMER DECIDES LOCATION
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SURFACE
NOMT (NO MOUNT ) NOMT (NO MOUNT )

MT (MOUNT ) MT (MOUNT )

HARD CEILING

Mounting

Fixture not mounted to remote box

Fixture mounted to remote box Fixture mounted to remote box

Fixture not mounted to remote box
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