Photometric ToolDOX

IES INDOOR REPORT
PHOTOMETRIC FILENAME : P9030-TU-LO-FWA.IES

DESCRIPTION INFORMATION (From Photometric File)

IESNA:LM-63-2002

[TEST] L031511001

[TESTLAB] LIGHT LABORATORY, INC.

[ISSUEDATE] 4/6/2015

[MANUFAC] PRUDENTIAL LTG.

[LUMCAT] P9030-LED35-LO-FWA

[LUMINAIRE] 37-3/4"DIA. X 4"H. LED LUMINAIRE

[MORE] NO LENS

[BALLASTCAT] OSRAM OPTOTRONIC

[BALLAST] INPUT: 120-277VAC

[LAMPPOSITION] 0,0

[LAMPCAT] N/A

[OTHER] INDICATING THE CANDELA VALUES ARE ABSOLUTE AND
[MORE] SHOULD NOT BE FACTORED FOR DIFFERENT LAMP RATINGS.
[ INPUT] 120VAC

[ TEST PROCEDURE] [ESNA:LM-79-08

CHARACTERISTICS

Lumens Per Lamp

Total Lamp Lumens
Luminaire Lumens

Total Luminaire Efficiency
Luminaire Efficacy Rating (LER)
Total Luminaire Watts
Ballast Factor

CIE Type

Spacing Criterion (0-180)
Spacing Criterion (90-270)
Spacing Criterion (Diagonal)
Basic Luminous Shape
Luminous Length (0-180)
Luminous Width (90-270)
Luminous Height

N.A. (absolute)
N.A. (absolute)
4494

N.A.

80

56

1.00

Direct

1.26

1.26

1.36

Circular

2.96 ft (Diameter)
2.96 ft (Diameter)
0.00 ft
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : P9030-TU-LO-FWA.IES

LUMINANCE DATA (cd/sq.m)

Angle In
Degrees

45
55
65
75
85

Average
0-Deg

2452
2143
1792
1203
854

Average
45-Deg

2452
2143
1792
1203
854

Average
90-Deg

2452
2143
1792
1203
854
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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CANDELA TABULATION
0
0 1717.254
5 1710.072
10 1685.124
15 1645.434
20 1591.380
25 1524.852
30 1448.118
35 1354.752
40 1243.620
45 1109.430
50 958.230
55 786.618
60 647.514
65 484.596
70 337.554
75 199.206
80 94.122
85 47.628
90 0.000
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.

Page 3



IES INDOOR REPORT
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ZONAL LUMEN SUMMARY

Zone

0-20
0-30
0-40
0-60
0-80
0-90
10-90
20-40
20-50
40-70
60-80
70-80
80-90
90-110
90-120
90-130
90-150
90-180
110-180
0-180

Lumens

626.75
1329.82
2176.08
3740.45
4442.63
4494.19
4331.76
1549.33
2402.82
2047.76
702.18
218.79
51.56
0.00
0.00
0.00
0.00
0.00
0.00
4494.19

%Lamp

N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.

Total Luminaire Efficiency = N.A.%

ZONAL LUMEN SUMMARY

Zone

0-10
10-20
20-30
30-40
40-50
50-60
60-70
70-80
80-90
90-100
100-110
110-120
120-130
130-140
140-150
150-160
160-170
170-180

Lumens

162.43
464.33
703.07
846.26
853.49
710.88
483.39
218.79
51.56
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00

%Fixt

13.90
29.60
48.40
83.20
98.90
100.00
96.40
34.50
53.50
45.60
15.60
4.90
1.10
0.00
0.00
0.00
0.00
0.00
0.00
100.00
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : P9030-TU-LO-FWA.IES

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD

Effective Floor Cavity Reflectance 0.20
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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POLAR GRAPH

859

42

Maximum Candela = 1717.254 Located At Horizontal Angle = 0, Vertical Angle = 0
# 1 - Vertical Plane Through Horizontal Angles (0 - 180) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (0) (Through Max. Cd.)
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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