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P46-LED4-LO-LO-SAL-D1-SYM-SC

3903	Delivered Lumens
38.3 	 Watts
102	 lm/w
4000	CCT

Type:

Job:

Direct/Indirect with fantastic optical performance. 

Industry best combination of optics, efficacy and  
aesthetics and a budget-friendly steel housing.  
See our Bionic Series for the same great optics  
with an extruded aluminum housing.

P40 SERIES INCLUDES —

P40:  Direct (Wash, Graze, Perimeter Fill and Ceiling Wash Optics) 
P46:  Direct/Indirect  (Wash, Graze, Perimeter Fill, Ceiling Wash) 
P43:  Recessed Linear (Wall Wash, Graze and Perimeter Fill)  
P42:  1˝ Regress Recessed Linear

Lumen output may vary +/- 5%  
4000K used for lm/ft estimates above 
3500K –2% llf, 3000K –4%, 2700K –6% 

-10% LLF for 90 CRI (4K, 3500K and 3K)
See LED Details PDF for more info

SE-
RIES

LED 
COLOR

OUTPUT NOMINAL 
LENGTH

COLOR/ 
FINISH

SHIELDING DISTRIBUTION CIRCU-
ITING

VOLT-
AGE

MOUNT-
ING

CEILING 
SYSTEM

DRIVERS OPTIONS, SEN-
SORS & CORNERS

P46 – –

LED27 
2700K  
(90CRI)

LED3 
3000K
LED35 
3500K
LED4 
4000K
LED3-
90 
90CRI
LED35-
90 
90CRI
LED4-
90 
90CRI

LO 
Low 
MO 
Medium
SO 
Standard
HO 
High
NOTE:  
Specify 
separate 
output 
Down–Up if 
desired eg. 
HO-LO

PROG  
Program-
mable 
Light 
Output 
(Specify 
desired lm/
ft or w/ft)

NOTE: 
Individual 
fixtures 
are NOT 
intended 
for row 
mounting

2´
3´
4´
6´
8´
R___ 
(Row length 
in 1´ incre-
ments)

NOTES: 
Individual 
fixtures 
are NOT 
intended 
for row 
mounting

CW Ceiling 
Wash optic 
only avail-
able in even 
lengths, last 
1´ of odd 
lengths will 
be SYM

Row lengths 
are typically 
made up 
of 8´ and 
4´ fixtures, 
{eg. 12´ 
row is (1) 8´ 
and (1) 4´}, 
unless sym-
metric row 
lengths are 
requested

TMW 
Tex-
tured  
Matte 
White 
(Standard)

YGW 
Gloss 
White
Y__ 
Pre-
mium 
Color
CC 
Custom 
Color
GLV 
Galva-
nized 
with 
Black 
End 
Plates 
(Consult 
factory)

NOTE: All 
cano-
pies are 
painted 
the same 
color as 
the fixture. 
Consult 
factory to 
specify

SAL* Satin 
Acrylic Lens
OPL* Opal Frost 
Acrylic Lens
SPL-OL*† Silver 
Parabolic  
Louver
BLA-OL*†  
Bladed Louver 
Anodized
* D1 only

†  �Louvers have a 
thin acrylic overly 
masking LEDs

Choose DOWN + UP SC 
Single 
Circuit
DC 
Dual 
Circuit 
(Two 
feeds 
required)

UNV 
(120-
277)

347  
(Emer-
gency 
battery 
re-
quires 
a Step 
Down 
trans-
former)

CA48˝, 
96˝ or 
144˝ 
Aircraft 
Cable  
(Adjust-
able)

WS  
1/2˝ Wall 
Spacer
WS2  
2˝ Wall 
Spacer
WM  
Direct  
to Wall  
(ADA  
Compliant)

WB  Wall 
Bracket

X1 
T-Bar 1˝ 
or 1/2” 
Ex-
posed 
(Standard)

X3  
Hard  
Ceiling 

X6  Slot 
Grid

ND  Non- 
Dimming
DM01  
0-10v, 1%  
Dimming 
(Standard) 
LDE1  Lutron 
Hi-lume  
1% 
EcoSystem 
LED  
(Soft fade on, 
fade-to-black 
dimming, NA 
- HO)

ECO  1% 
0-10v, 
EldoLED 
(Logarithmic 
dimming std)

ECDA  1% 
DALI, 
EldoLED 
(Logarithmic 
dimming std)

SOLO  0.1% 
0-10v, 
EldoLED  
(Dim-to-dark, 
Logarithmic 
dimming std)

SODA  
0.1% DALI, 
EldoLED  
(Dim-to-dark, 
Logarithmic 
dimming std)

EMHE  CA T20 
Emergency Bat-
tery (D1, D1W~1000, 
D1G~750;  CA Title 20 
complian delivered lu-
menst; 4´ or longer [remote 
for < 4´]) 

ADC  Acrylic Dust 
Cover
IBC  Insulated  
Braided Cord
PRUBIN  Meticu-
lous Binning and 
Labeling every 
LED Board within 
a 2-Step MacAd-
ams Ellipse

DOWN:
D1 Direct  	
(SAL, SPL-OPL  
or BLA-OPL)

UP:	
CW    
Ceiling 
Wash 
(NA with 
corners) 
 
SYM  Sym-
metric 
 
ASY-R/W   
Asymmet-
ric 
ASY-R  Room 
Side (optic 
direction)
ASY-W  
Wall Side

 CW

  
 

SYM

 

ASY-R

AWL Acrylic 
Wall Wash Lens 
(D1W or D1R only)

D1W  Wall Wash    	
(AWL only)

D1R   
Perimeter Fill

SENSORS: 
205-ON/OFF 

WattStopper PIR 
Occupancy
205-STEP: Dim to 50%  
205-DM: Dim to 1%

LUX  Phillips DLH
ENL  Enlighted 
2-Wire DLH & 
Environmental

AWW Acrylic 
Wall Grazer 
Lens 
(D1G only)

D1G Wall Grazer 
(AWW only,  WB recom-
mended for Wall Mount)

SAL-D1

  

AWL-D1W

  

AWL-D1R

AWW-D1G

CORNERS: 
C2  90° 2-Way  
Lit Corner
C2X   
Special Angled  
Connector  
(Consult factory)

4˝

37/8˝
Aperture

6˝

UP TO10 2 LPW

DOWN: LO MO SO HO

SAL Lm/Ft 400 600 800 900
D1G Lm/Ft 400 600 800 900

D1W Lm/Ft 400 600 800 900
D1R Lm/Ft 400 600 800 900

W/Ft 4.6 6.5 9.5 11
UP:

SYM Lm/Ft 435 650 850 975
CW Lm/Ft 460 675 900 1000

ASY Lm/Ft 500 725 1000 1125
W/Ft 4.6 6.5 9.5 11

www.prulite.com
http://www.prulite.com/wp-content/uploads/2015/12/P46-BIM-CAD-Dwgs.zip
http://www.prulite.com/wp-content/uploads/2016/04/LED-Warranty.pdf
http://www.prulite.com/wp-content/uploads/2016/04/LED-Details-2.1.pdf
https://www.prulite.com/wp-content/uploads/2019/10/EMHE-Iota.pdf
http://www.prulite.com/wp-content/uploads/2016/12/FS-205.pdf
http://www.prulite.com/wp-content/uploads/2016/12/LuxSense.pdf
http://www.prulite.com/wp-content/uploads/2016/12/3E-Enlighted.pdf
http://www.prulite.com/product/p46/
http://www.prulite.com/product-category/linear/
http://www.prulite.com/product-category/wall/
https://youtu.be/ku9k69lW__E
http://www.prulite.com/wp-content/uploads/2016/04/LED-Details-2.1.pdf
https://www.prulite.com/wp-content/uploads/2020/02/Osram-G2-1-Drivers.zip
http://www.prulite.com/wp-content/uploads/2018/03/LDE1-%E2%80%94-Lutron-EcoSystem-Hi-Lume-1-Soft-Fade-to-Black.pdf
http://www.prulite.com/wp-content/uploads/2018/03/ECO-%E2%80%94-EldoLED-ECOdrive-50w-0-10v.pdf
http://www.prulite.com/wp-content/uploads/2018/03/ECDA-%E2%80%94-EldoLED-ECOdrive-50w-1-DALI.pdf
http://www.prulite.com/wp-content/uploads/2018/03/SOLO-%E2%80%94-EldoLED-SOLOdrive-50w-0.1-0-10v-Dim-to-Dark.pdf
http://www.prulite.com/wp-content/uploads/2018/03/SODA-%E2%80%94-EldoLED-SOLOdrive-50w-0.1-DALI-Dim-to-Dark.pdf
https://www.prulite.com/wp-content/uploads/2018/12/PRU-Buy-America.pdf
https://www.prulite.com/wp-content/uploads/2019/04/P46-LED35-LO-04-SAL-D1.zip
https://www.prulite.com/wp-content/uploads/2017/05/P46-LED35-MO-04-SAL-D1.zip
https://www.prulite.com/wp-content/uploads/2017/05/P46-LED35-SO-04-SAL-D1.zip
https://www.prulite.com/wp-content/uploads/2017/05/P46-LED35-HO-04-SAL-D1.zip
https://www.prulite.com/wp-content/uploads/2015/12/P46-LED35-LO-AWW-D1G.zip
https://www.prulite.com/wp-content/uploads/2015/12/P46-LED35-MO-AWW-D1G.zip
https://www.prulite.com/wp-content/uploads/2015/12/P46-LED35-SO-AWW-D1G.zip
https://www.prulite.com/wp-content/uploads/2015/12/P46-LED35-HO-AWW-D1G.zip
https://www.prulite.com/wp-content/uploads/2015/12/P46-LED35-LO-04-AWW-D1W.zip
https://www.prulite.com/wp-content/uploads/2015/12/P46-LED35-MO-04-AWW-D1W.zip
https://www.prulite.com/wp-content/uploads/2015/12/P46-LED35-SO-04-AWW-D1W.zip
https://www.prulite.com/wp-content/uploads/2015/12/P46-LED35-HO-04-AWW-D1W.zip
https://www.prulite.com/wp-content/uploads/2015/12/P46-LED35-LO-04-AWW-D1R.zip
https://www.prulite.com/wp-content/uploads/2015/12/P46-LED35-MO-04-AWW-D1R.zip
https://www.prulite.com/wp-content/uploads/2015/12/P46-LED35-SO-04-AWW-D1R.zip
https://www.prulite.com/wp-content/uploads/2015/12/P46-LED35-HO-04-AWW-D1R.zip
https://www.prulite.com/wp-content/uploads/2015/12/P46-LED4-LO-SYM.zip
https://www.prulite.com/wp-content/uploads/2015/12/P46-LED4-MO-SYM.zip
https://www.prulite.com/wp-content/uploads/2015/12/P46-LED4-SO-SYM.zip
https://www.prulite.com/wp-content/uploads/2015/12/P46-LED4-HO-SYM.zip
https://www.prulite.com/wp-content/uploads/2015/12/P46-LED4-LO-CW.zip
https://www.prulite.com/wp-content/uploads/2015/12/P46-LED4-MO-CW.zip
https://www.prulite.com/wp-content/uploads/2015/12/P46-LED4-MO-CW.zip
https://www.prulite.com/wp-content/uploads/2015/12/P46-LED4-HO-CW.zip
https://www.prulite.com/wp-content/uploads/2015/12/P46-LED4-LO-ASY.zip
https://www.prulite.com/wp-content/uploads/2015/12/P46-LED4-MO-ASY.zip
https://www.prulite.com/wp-content/uploads/2015/12/P46-LED4-SO-ASY.zip
https://www.prulite.com/wp-content/uploads/2015/12/P46-LED4-HO-ASY.zip
https://www.prulite.com/wp-content/uploads/2021/10/Declare-Info-2021.pdf
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SATIN ACRYLIC / SYMMETRIC

LOW OUTPUT:
P46-LED4-LO-LO-SAL-D1/SYM-SC
3668	Delivered Lumens
38.3 	 Watts
109	 Lm/W
4000	CCT
 
 
 
 

Zonal Lumen Summary:
0-90 (Down) = 45%
90-180 (Up) = 55% 885

Vertical 
Angle 0° 25° 45° 65° 90°

0° 885 885 885 885 885

5° 876 877 876 875 874

15° 828 825 815 803 797

25° 739 727 704 681 670

35° 619 601 569 540 525

45° 584 463 429 402 387

55° 349 330 302 280 269

65° 229 216 196 181 174

75° 115 107 97 90 86

85° 28 26 24 23 23

90° 0 0 0 0 0

95° 20 20 21 23 24

105° 77 80 87 96 103

115° 155 161 176 194 207

125° 241 250 272 298 316

135° 350 363 388 420 439

145° 478 489 515 544 561

155° 610 620 639 660 671

165° 725 730 741 749 752

175° 795 795 796 796 795

180° 803 803 803 803 803

SATIN ACRYLIC / CEILING WASH

LOW OUTPUT:
P46-LED4-LO-LO-SAL-D1/CW-DC
3240	Delivered Lumens
34.6 	 Watts
94	 Lm/W
4000	CCT
 
 
 

Zonal Lumen Summary:
0-90 (Down) = 48%
90-180 (Up) =  52% 663

Vertical 
Angle 0° 25° 45° 65° 90°

0° 885 885 885 885 885

5° 876 877 876 875 874

15° 828 825 815 803 797

25° 739 727 704 681 670

35° 619 601 569 540 525

45° 584 463 429 402 387

55° 349 330 302 280 269

65° 229 216 196 181 174

75° 115 107 97 90 86

85° 28 26 24 23 23

90° 0 0 0 0 0

95° 90 179 132 30 16

105° 642 474 162 90 58

115° 605 460 239 161 112

125° 577 471 306 223 168

135° 544 465 349 274 223

145° 474 428 365 305 268

155° 418 399 366 329 310

165° 385 377 363 350 342

175° 366 364 364 350 342

180° 363 363 363 363 363

Vertical 
Angle 0° 22.5° 45° 67.5° 90°

0° 416 416 416 416 416

5° 519 514 488 450 417

15° 868 821 693 530 404

25° 1132 1094 923 608 379

35° 1011 1031 1004 664 341 

45° 720 742 817 656 290

55° 457 472 525 530 225

65° 245 260 293 316 146

75° 99 105 125 137 71

85° 21 21 24 26 14

90° 0 0 0 0 0

WALL WASH

LOW OUTPUT:
P46-LED4-LO-AWL-D1W
1626	Delivered Lumens
16 	 Watts
102	 Lm/W
3500	CCT
 
 
 

 

Zonal Lumen Summary:
0-90 (Down) = 100% 1132

Angle 0° 45° 90°

45° 5823 5168 4667

55° 5173 4484 3997

65° 4618 3950 3500

75° 3768 3189 2841

85° 2711 2362 2243

Angle 0° 45° 90°

45° 9122 10352 3678

55° 7148 8202 3516

65° 5202 6205 3106

75° 3411 4333 2452

85° 2120 2431 1422

Luminance Chart (SAL-D1):

Luminance Chart:

www.prulite.com
http://www.prulite.com/wp-content/uploads/2017/05/P40-LED3-LO-04-AWW-D1W.ies.zip
http://www.prulite.com/wp-content/uploads/2017/05/P40-LED3-MO-04-AWW-D1W.ies.zip
http://www.prulite.com/wp-content/uploads/2017/05/P40-LED3-SO-04-AWW-D1W.ies.zip
http://www.prulite.com/wp-content/uploads/2017/05/P40-LED3-HO-04-AWW-D1W.ies.zip
http://www.prulite.com/product/p46/
http://www.prulite.com/product-category/linear/
http://www.prulite.com/product-category/wall/
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LUMEN MAINTENANCE 

Designed to last with cool running mid-power LEDs projected to maintain 90% (L90) of their initial 
output for 100,000 hours (at HO), and L70 exceeding 150,000 hours.

LED SYSTEM LED modules and drivers are field replaceable.

PROG 
(OPTIONAL)

Programmable light output. Specify desired lumens or watts per linear foot. Min: 21/2 w/ft, consult 
factory for requests above 12 w/ft.

BINNING Standard binning (all Prudential LED boards) includes testing at the chip level and board integration 
to provide consistent color temperature within a 3-step MacAdams ellipse, with +/- 5% lumen output 
range and +/- .004 Duv.

PRUBIN™ 

(OPTIONAL)

Prudential Ltg’s exclusive ‘job binning’ method that ensures color temperature consistency across all 
luminaires on a project. Meticulously testing and labeling EVERY LED BOARD to +/- 25 lumens, +/- 
50k CCT and +/- .004 Duv — while also separating positive from negative — allows us to match color, 
hue and intensity throughout a project and provides a consistent color temperature within a 2-step 
MacAdams ellipse.

LABELS CSA and ETL damp labeled and I.B.E.W. manufactured.

ELECTRICAL ust specify LED dimming controls. LED fixtures have constant current driver(s) with less than 20% THD 
when loaded to a minimum of 60%. Drivers sink a maximum of 6mA per driver.  
DM01 LED drivers are 0-10V dimmable and are compatible with most 0-10V wall slide dimmers and 
direct 0-10V analog signal dimmers. Max driver size 23/8˝ w x 11/4˝ h.

CONSTRUCTION

Power cord is White except for fixtures painted Black (YBB, YBK) have Black power cords.

Housing 20-gauge steel, >20% PC recycled, 100% recyclable.

Lens Acrylic, 100% recyclable.

Louvers Aluminum, >25% PC recycled, 100% recyclable

Weight 5 lbs / ft. 

MOUNTING Surface mounted to walls, suspended by cable, wall spacer or wall bracket to walls.

WARRANTY Single-source, 5 year limited warranty covers standard components and construction.

Client  |  Hicks Orthodontics	 Architect  |  BARBERMcMURRY Architects

www.prulite.com
http://www.prulite.com/product/p46/
http://www.prulite.com/product-category/linear/
http://www.prulite.com/product-category/wall/
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C2: LIT CORNER ADJOINING DETAIL ELECTRICAL OUTLET BOX

version A

version B

P40 LED Spec Illos 12 Dec 2014

48" or 96"47 ½" or 95 ½"

36", 48" or 96"
5"

Cable, x = ¼" 
Surface mount, x = 3 ½"
Wall bracket, x = 5"x x

CABLE MOUNTING

8'

5"

38" 48" 5"

14", 26", 38", and 62"   

2', 3', 4', 6' and 8'

WALL MOUNTING LOCATIONS

Use 1 wall spacer/bracket
per seam in row condition

Mounting Hole
7⁄8" Wiring Hole

5"

5"

5"

48" or 96"47 ½" or 95 ½"

36", 48" or 96"
5"

¼" = x (Cable) 
3 ½" = x (Surface mount)
5" = x (Wall bracket)x x

CABLE MOUNTING

8'

5"

38" 48" 5"

14", 26", 38", and 62"   

2', 3', 4', 6' and 8'

WALL MOUNTING LOCATIONS

Use 1 wall spacer/bracket
per seam in row condition

Mounting Hole
7⁄8" Wiring KO 
Cable x = 11⁄32"
Stem x = 5⁄8"

5"

5"

5"

Wall Spacer Wall Bracket

½"

121⁄8˝

121⁄8˝

2¼"

Stem/cable
support

Corner connectors
are illuminated

5"
2"

6 7⁄16"

4”

4”

Use 4” x 4” 
rectangular outlet box 

with plaster cover

Adjoining Detail

Use 2 1⁄8” x 4” 
rectangular outlet box 

without plaster cover

Wall Spacer/Wall Bracket

2 ¼"

3 ½"

3"

5"

Wall Mount

4 ½"

1 ¾"

2¼"

121⁄8˝

121⁄8˝

2˝

Stem/cable
support

Corner connectors
are not illuminated

2˝

Use 21/8˝ x 4˝ rectangular outlet  
box without plate cover

YSW – �Seashell White
(Matte) 

YCH – �Champagne
(Metallic)

YSL – �Silver 
(Metallic)

YPE – �Pewter 
(Matte)

YRG – ��Rain Grey
(Gloss)

YSTM – Storm Grey 
(Matte) 

YBK –  Black (Matte)
YBB – Black 
(Semi Gloss)

YSKM – Sky (Matte)
YMB  – �Military Blue
(Matte)

YIB –  �Interstate 
Blue (Matte)

YSAM – Sapphire 
(Matte) 

For paint chip samples, please email: 
info@prulite.com

Choose from one of our Premium 
Colors with no set-up fee.

YFGM – Forest  
Green (Matte) 

YBR – Bronze  
(Matte)

YSRM – �Sunset Red 
(Matte)

YBY – Boysenberry
(Matte)

YOR – Orange 
 (Matte)

YDAM – Daffodil              
(Matte)

121/8˝

1/4˝

Corner connectors are illuminated

MOUNTING LOCATIONS

WALL BRACKET (WB)WALL MOUNT (WS, WS2, WM)

231/2˝, 351/2, 471/2,  
711/2, 831/2  or 951/2 24˝, 36˝, 48˝, 72˝, 84˝or 96˝

1/4˝ 1/4˝

INDIVIDUAL OR ROWINDIVIDUAL OR ROW

INDIVIDUAL OR ROW

2´, 3´, 4´, 5´, 6´, 7´ or 8´ 2´, 3´, 4´, 5´, 6´, 7´ or 8´

CABLE

ROW DIRECTIONROW DIRECTION

X3

CEILING SYSTEMS

X1

14˝, 26˝, 38˝,  
50˝, 62˝, 74˝ or 86˝

14˝, 26˝, 38˝,  
50˝, 62˝, 74˝ or 86˝ 5˝5˝ 10˝10˝

WALL MOUNTING

525/32˝

41/2˝

31/2˝ 21/4˝

WM: Direct to Wall

WB: Wall Bracket

WS2: 2˝ Wall SpacerWS: 1/2˝ Wall Spacer

5˝

31/2˝

3˝ 21/4˝

WS & WS2: Wall Spacers

41/2˝

7˝

1/2˝

6˝

2˝

3˝

41/2˝

13/4˝

NOTE: Max arm length 9˝

http://www.prulite.com/wp-content/uploads/2016/12/FS-205.pdf
http://www.prulite.com/wp-content/uploads/2016/12/LuxSense.pdf
http://www.prulite.com/wp-content/uploads/2016/12/3E-Enlighted.pdf
http://www.prulite.com/product/p46/
http://www.prulite.com/product-category/linear/
http://www.prulite.com/product-category/wall/
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LOUVERS

SPL:  3/4˝ Tall Louvers, 21/4˝ Spacing
BLA:  1/2˝ Tall Louvers, 1˝ Spacing

(SPL Louver Shown)

CONTROL SENSORS

205  WattStopper PIR Occupancy

2˝

Consult factory for other sensors, 
please email: info@prulite.com

NOTE: Sensor plate will match 
fixture color finish

ENL  Enlighted 2-Wire PIR Daylight, 
Motion & Environmental Sensor

LUX  Phillips LuxSense Daylight 
Harvesting, used with Phillips 
HFR Driver

DISTRIBUTION — CROSS SECTIONS

SYM† Symmetric ASY-W† Wall Side ASY-R† Room Side

D1G* Wall Grazer D1W* Wall Wash D1R* Perimeter Fill

DOWN:

UP:

W
A

L
L

 S
ID

E

W
A

L
L

 S
ID

E

W
A

L
L

 S
ID

E

ADC† Acrylic Dust Cover

W
A

L
L

 S
ID

E

CW  Ceiling Wash 
(Shown with  

NW: No Downlight)

D1 Direct  
(Shown with  

NU: No Uplight)

† Shown with D1: Direct Downlight

* Shown with SYM: Symmetric Uplight
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6Linear

Smooth Wall Grazing.
A tight, focused beam grazes wall textures evenly, accenting  
and highlighting details to elevate the visual drama.

Fill a Corridor with Light — from the Perimeter.

It’s a perimeter optic that washes corridors in light, offering outstanding 
light distribution, far more energy efficient than typical soft glow 
solutions and significantly reduces installation cost. Ideal for corridors 
where budget and energy efficiency conflict with strict IES requirements 
for high footcandles.

Suspended, surface mounted or recessed, perimeter lighting system.  
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Standard Output - 750 lm/ft 10 9´ 40fc 76fc 16fc 4.75

CEILING WASH  PERIMETER FILL CEILING WASH  BATWING WALL GRAZEWALL WASH
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Standard Output  -  875 lm/ft 1.25 9´ 57fc 79/32 2.5:1
Footcandles along the floor     Reflectances     80: 50: 20
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Perimeter Fill.

WALL GRAZER ORIENTATION

PERIMETER FILL ORIENTATION

LED array  
opposite 
wall side

LED array 
on wall 
side

D1G Reflector 
AWW Lens

D1R Reflector 
AWL Lens

Groove on 
LED side

Groove on 
LED side

W
A

LL
W

A
LL

26              28              29              28              26

55              60              62              60              55

67              73              76              73              67

62              68              72              68              62

51              56              59              56              51

39              43              44              43              39

29              31              32              32              29

22              23              24              23              22

16              17              17              17              16

9´

8´

7´

6´

5´

4´

3´

2´

1´

Footcandles on Wall

Our PruOptics™ reflector/refractor design delivers a high  
performance wall wash. No mechanical kickers needed. 

CEILING WASH  PERIMETER FILL CEILING WASH  BATWING WALL GRAZEWALL WASH
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Standard Output - 750 lm/ft 10 9´ 40fc 76/16 4.75

Wall Washing.

WALL WASH ORIENTATION

D1W Reflector 
AWL Lens

W
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Align lens feature  
with same side  
as LED

Groove on 
LED side

30˝

41

108

122

92

61

41

29

23

19

 


	P46 LED Type: 
	P46 LED Job name: 
	P46 LED Options: 
	P46 LED Ceiling Systems: 
	P46 LED Voltage: 
	P46 LED Distribution DOWN: 
	P46 LED Distribution UP: 
	P46 LED Shielding: 
	P46 LED Trim Color: 
	P46 LED Nominal Length: 
	P46 LED Color: 
	P46 LED Output 1: 
	P46 LED Output 2: 
	P46 LED Circuiting: 
	P46 LED Mounting: 
	P46 LED Drivers: 


