
Prudential Ltg. reserves the right to change design specifications or materials without notice. Please visit prulite.com for most current data.   
© 2014 All rights reserved – All products manufactured at:  Prudential Ltg.  1774 E. 21st Street, Los Angeles, CA  90058

PRULITE.COM    213.746.0360

SnapPro-Aero  |  Linear, SurfaceLED

12-12-2022

1Linear

AERO-PRO-LED35-SO-SAL

5024	Delivered Lumens

38 	 Watts

134	 lm/w

Sleek and streamlined with a touch of retro style.

Minimalist and Machine-Age inspired, this aerodynamic 
spin on our ever-popular Snap offers a subtle retro nod 
without being ‘themey.’ 

It has a timeless appeal that spans everything from the 
Art Deco era through today’s prevalent return of the mid-
century modern aesthetic.

Type:

Job:

Lumen output may vary +/- 5%  
3500K used for lm/ft estimates above  

4000K +2% llf, 3000K –2%, 2700K –4%  
-10% LLF for 90 CRI (4K, 3500K and 3K)

See LED Details PDF for more info

SE-
RIES

LED 
COLOR

OUT-
PUT

NOMINAL 
LENGTH

SHIELD-
ING

COLOR/ 
FINISH

VOLT-
AGE

MOUNT-
ING

CEILING 
SYSTEMS

DRIVERS OPTIONS & SENSORS

AERO-
PRO  SAL

SnapPro-
Aero

LED27 
2700K  
(90CRI)

LED3 
3000K

LED35 
3500K

LED4 
4000K
LED3-
90 
90CRI
LED35-
90 
90CRI
LED4-
90 
90CRI
LED5-90 
90CRI

LO   
Low 
MO   Me-
dium 
SO    
Standard
HO    
High

PROG   
Pro-
gram-
mable 
Light 
Output  
(Specify 
desired  
lm/ft or 
w/ft) 

2´
3´
4´
5´
6´
7´
8´
R___ 
(Row length in 1´ 
increments)

SRL  Symmetric 
Row Length
Row lengths are 
typically made up 
of 8´ and 4´ fixtures, 
{eg. 12´ row is (1) 8´ 
and (1) 4´}, unless 
SRL Symmetric Row 
Lengths are specified

NOTES: Individual 
fixtures are NOT 
intended for row 
mounting 

SAL Satin 
Acrylic  
(WA Lens 
N/A)

TMW 
Textured  
Matte 
White

YGW 
Gloss 
White 
(Standard)

Y__   
Premium 
Color

CC   
Custom 
Color
NOTE: All 
canopies are 
painted the 
same color 
as the fixture, 
specify canopy 
color after 
fixture (i.e. YPE-
TMW for white 
canopies)

UNV 
(120-
277)

347  
(Emer-
gency 
battery 
requires 
a Step 
Down 
trans-
former)

SUR 
Surface 
or Wall 
Mount
CA48˝, 
96˝ or 
144˝ 
Aircraft 
Cable  
(Adjustable)

X1  T-Bar 
15/16˝or 
9/16˝ 
X3  Hard 
Ceiling
X6   
Slot Grid

ND  Non-Dimming
DM01  0-10v, 1% 
Dimming  
(Standard) 

LDE1  Lutron Hi-lume 1%  
EcoSystem LED  
(Soft fade on, fade-to-black 
dimming)

ECO  1% 0-10v, EldoLED 
(Logarithmic dimming std)

ECDA  1% DALI, EldoLED 
(Logarithmic dimming std)

SOLO  0.1% 0-10v, 
EldoLED  
(Dim-to-dark, Logarithmic 
dimming std)

SODA  0.1% DALI, 
EldoLED  
(Dim-to-dark, Logarithmic 
dimming std)

EMHE  CA T20 Emergency Battery  
(1350 Delivered lumens; CA Title 20 compliant;  
4´ or longer)

ETS-DR  Iota ETS-DR Emergency 
Transfer Switch

EMC  Emergency Circuiting
TRS  Tamper-Resistant Screws
EBCP1G/2G  Single/ Dual Gang 
(Electrical Box Cover Plate/Mud Ring)

SENSORS: 
205-ON/OFF  
WattStopper PIR 
Occupancy  
(No power to fixture)

205-DM  Watt-
Stopper PIR 
Occupancy  
(Sets to min. dimming 
level)

LUX  Phillips DL
ENL  Enlighted 
SU-5E-IOT 
LVOC  Lutron Vive 
(Occ & RF)

LVRF  Lutron 
Vive (RF Only 

NXSMP  Hubbell 
(Occ)

505  
WattStopper  
Ultrasonic 
Occupancy  
(SUR on wall mount 
only)  
505-STEP: Dim to 
50% 
505-DM: Dim to 1% 

NOTE : NA <4´ 
Sensor off center for 
6´ or 8´ fixtures

UP TO134 LPW

LO MO SO HO

lm/ft 540 920 1275 1625
w/ft 3.75 6.5 9.4 12.5

33/4˝

21/2˝
2˝

www.prulite.com
http://www.prulite.com/product-category/linear/
http://www.prulite.com/product-category/surface/
http://www.prulite.com/product/aero/
http://www.prulite.com/wp-content/uploads/2017/07/Snap-Aero-BIM.zip
http://www.prulite.com/wp-content/uploads/2016/04/LED-Warranty.pdf
http://www.prulite.com/wp-content/uploads/2016/04/LED-Details-2.1.pdf
https://www.prulite.com/wp-content/uploads/2018/12/PRU-Buy-America.pdf
https://www.prulite.com/wp-content/uploads/2020/02/Osram-G2-1-Drivers.zip
http://www.prulite.com/wp-content/uploads/2018/03/LDE1-%E2%80%94-Lutron-EcoSystem-Hi-Lume-1-Soft-Fade-to-Black.pdf
http://www.prulite.com/wp-content/uploads/2018/03/ECO-%E2%80%94-EldoLED-ECOdrive-50w-0-10v.pdf
http://www.prulite.com/wp-content/uploads/2018/03/ECDA-%E2%80%94-EldoLED-ECOdrive-50w-1-DALI.pdf
http://www.prulite.com/wp-content/uploads/2018/03/SOLO-%E2%80%94-EldoLED-SOLOdrive-50w-0.1-0-10v-Dim-to-Dark.pdf
http://www.prulite.com/wp-content/uploads/2018/03/SODA-%E2%80%94-EldoLED-SOLOdrive-50w-0.1-DALI-Dim-to-Dark.pdf
http://www.prulite.com/wp-content/uploads/2016/12/FS-205.pdf
https://www.prulite.com/wp-content/uploads/2020/06/Enlighted.pdf
https://www.prulite.com/wp-content/uploads/2020/06/Lutron-Vive.pdf
https://www.prulite.com/wp-content/uploads/2020/06/Lutron-Vive.pdf
https://www.prulite.com/wp-content/uploads/2020/06/Hubbell-NXSMP.pdf
https://www.prulite.com/wp-content/uploads/2019/10/505-Wattstopper.pdf
https://www.prulite.com/wp-content/uploads/2021/10/AERO-PRO-LED35-LO-SAL.zip
https://www.prulite.com/wp-content/uploads/2021/10/AERO-PRO-LED35-MO-SAL.zip
https://www.prulite.com/wp-content/uploads/2021/10/AERO-PRO-LED35-SO-SAL.zip
https://www.prulite.com/wp-content/uploads/2021/10/AERO-PRO-LED35-HO-SAL.zip
https://www.prulite.com/wp-content/uploads/2021/10/LED-Details-%E2%80%94-Pro-Series.pdf
https://www.prulite.com/wp-content/uploads/2021/10/Declare-Info-2021.pdf
https://www.prulite.com/wp-content/uploads/2023/11/EMHE.zip
https://www.prulite.com/wp-content/uploads/2020/03/ETS-DR-IOTA-Spec.pdf
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PHOTOMETRICS

Low Output:
AERO-PRO-LED35-SO-SAL

5024	 Delivered Lumens
38 	 Watts
134	 lm/w
Test  
#104160086LAX-006 

Zonal Lumen Summary:
0-90 (Down) = 84% 
90-180 (Up) = 16%

1047

Vertical 
Angle 0° 25° 45° 65° 90°

0° 1041 1041 1041 1041 1041

5° 1042 1038 1034 1040 1039

15° 989 996 1012 1039 1047

25° 892 913 969 1032 400

35° 758 799 903 1011 1054

45° 603 666 825 976 1031

55° 441 528 734 904 964

65° 288 406 633 801 858

75° 156 306 528 679 728

85° 48 223 423 553 592

90° 0 186 373 493 528

95° 0 154 327 436 466

105° 0 94 242 335 357

115° 0 51 166 247 264

125° 0 30 100 162 182

135° 0 20 59 98 111

145° 0 14 35 55 62

155° 0 12 20 28 32

165° 0 11 12 14 0

175 0 12 11 10 0

LUMEN MAINTENANCE 

L70 — 200,000+ Hours  
L90 — 100,000+ Hours (LO, MO & SO) 
L90 — 60,000+ Hours (HO)

LED SYSTEM LED modules and drivers are field replaceable.

PROG 
(OPTIONAL)

Programmable light output. Specify desired lumens or watts per 
linear foot. Min: 3.75 w/ft, Max 12.5 w/ft.

BINNING Standard binning (all Prudential LED boards) includes testing at 
the chip level and board integration to provide consistent color 
temperature within a 3-step MacAdam ellipse, with +/- 5% lumen 
output range and +/- .004 Duv.

LABELS ETL damp labeled and I.B.E.W. manufactured.

ELECTRICAL Must specify LED dimming controls. LED fixtures have constant 
current driver(s) with less than 20% THD when loaded to a 
minimum of 60%. Drivers sink a maximum of 6mA per driver. 
DM01 LED drivers are 0-10V dimmable and are compatible with 
most 0-10V wall slide dimmers and direct 0-10V analog signal 
dimmers. Max driver size 1.65˝ w x 1.25˝ h.
32v Forward Voltage (+/– 1 volt based on drive current)
Drive Currents: LO: 100mA, MO: 100mA, SO: 250mA, HO: 325mA

CONSTRUCTION

Housing Die-formed 20-gauge steel,  
>20% PC recycled, 100% recyclable.

End Caps Spring-fastened aluminum,  
>25% PC recycled, 100% recyclable.

Lens Single-piece (up to 8´ lengths) extruded acrylic,  
100% recyclable. 

Weight 2 lbs/ft.

MOUNTING Surface mounted to walls or ceilings or suspended by cable.

WARRANTY Single-source, 5 year limited warranty covers standard 
components and construction.

www.prulite.com
http://www.prulite.com/product-category/linear/
http://www.prulite.com/product-category/surface/
http://www.prulite.com/product/aero/
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Lorem ipsum

EBCP Electrical Box Cover Plate

ADJOINING DETAIL

CONTROL SENSORS

505:  WattStopper Ultrasonic  
Occupancy Sensor

NOTE: ����Small cut-out of lens around sensor, 
Surface mount on walls only

Allow space for access

MOUNTING LOCATIONS

Cable mount

Surface mount

7/8˝ Dia. K.O.

11/16˝ K.O. / Stem & powerfeed

3˝ Sensor module added to  
fixture length for 205, LUX and 3E,  
end of run or between fixtures

24˝, 36˝ or 48˝
1/4˝1/4˝ 5˝5˝

23/8˝ Typ.

24˝, 36˝ or 48˝24˝, 36˝ or 48˝

23/8˝ Typ.

23/8˝ Typ.

1/4˝ 1/4˝5˝ 5 ˝

3 1/4˝ Typ.

3 1/4˝ Typ.

3 1/4˝ Typ.

721/16 or 961/16 

1/8˝ Endplate

1/8˝ Endplate

1/8˝ Endplate

1/8˝ Endplate

1/8˝ Endplate

1/8˝ Endplate

AERO SENSOR BOX:
205, LUX, 3E 

NOTE: �Adds 3˝ to length, 3E: enlighted  
control module required

YSW – �Seashell White
(Matte) 

YCH – �Champagne
(Metallic)

YSL – �Silver 
(Metallic)

YPE – �Pewter 
(Matte)

YRG – ��Rain Grey
(Gloss)

YSTM – Storm Grey 
(Matte) 

YBK –  Black (Matte)
YBB – Black 
(Semi Gloss)

YSKM – Sky (Matte)
YMB  – �Military Blue
(Matte)

YIB –  �Interstate 
Blue (Matte)

YSAM – Sapphire 
(Matte) 

For paint chip samples, please email: 
info@prulite.com

Choose from one of our Premium 
Colors with no set-up fee.

YFGM – Forest  
Green (Matte) 

YBR – Bronze  
(Matte)

YSRM – �Sunset Red 
(Matte)

YBY – Boysenberry
(Matte)

YOR – Orange 
 (Matte)

YDAM – Daffodil              
(Matte)

Wall cutout to clear fixture mounting hole
Fixture 

mounting  
hole

Mounting screw  
(By others)

OPTIONAL ELECTRICAL BOX COVERS
7/8˝ Dia. K.O. will accommodate 2˝x 4˝ or 4˝x 4˝ J-Box

www.prulite.com
http://www.prulite.com/product-category/linear/
http://www.prulite.com/product-category/surface/
http://www.prulite.com/product/aero/
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SENSORS

205:  
Wattstopper

ENL: 
Enlighted Occupancy / 
Daylight

LUX  
Philips LUX Daylight 
Sensor

LVOC 
Lutron Occupancy /
Daylight Sensor

LVRF
Lutron Occupancy /
Daylight Sensor

NXSMP
Hubbell Occupancy /
Daylight Sensor

Low voltage PIR fixture 
integrated  
occupancy sensor.

Enlighted Network 
Integrated/embedded 
networked lighting 
control, luminaire-level 
lighting control, LLLC.

When configured as an 
IoT Node, the sensor 
streams comprehensive 
live data for use with 
Enlighted’s real-time 
location and analytics 
software applications. 
This option is available 
directly from the factory 
or as a remote upgrade.

Wireless Internet.

Lutron VIVE Integrated/
embedded networked 
lighting control, 
luminaire-level lighting 
control, LLLC.

Designed to operate as 
part of a Vive lighting 
control system.

High-end trim,  
Wireless Internet.

Lutron VIVE Integrated/
embedded networked 
lighting control, 
luminaire-level lighting 
control, LLLC.

Designed to operate as 
part of a Vive  
lighting control system.

High-end trim,  
Wireless Internet.

Hubbell Integrated/
embedded networked 
lighting control, 
luminaire-level lighting 
control, LLLC..

PIR motion sensor 
for automatic On/Off 
control.

Integrated daylight 
sensor for daylight 
harvesting and/or  
lumen maintenance.

Bluetooth radio provides 
wireless control of 
luminaire.

Simple plug-in 
connection to NX Fixture 
Modules.

Wireless Internet.

http://www.prulite.com/wp-content/uploads/2016/12/FS-205.pdf
https://www.prulite.com/wp-content/uploads/2020/06/Enlighted.pdf
https://www.prulite.com/wp-content/uploads/2020/06/Lutron-Vive.pdf
https://www.prulite.com/wp-content/uploads/2020/06/Hubbell-NXSMP.pdf
http://www.prulite.com/wp-content/uploads/2016/12/LuxSense.pdf
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MEASURED 
CCT

MEASURED 
LUMENS CRI R9 DuV SPD TM30 — COLOR VECTOR TM30 — COLOR DISTORTION

LED27 2680 80% 93 58 0.001

LED3 3042 95% 82 6 0.001

LED3-90 3016 85% 93 61 0.000

LED35 3482 100% 82 3 0.002

LED35-90 3417 85% 93 67 0.000

LED4 3952 102% 82 4 0.003

LED4-90 3882 85% 92 67 0.003

LED5-90 4889 85% 94 84 0.002

L M 79 & T M 30 D ATA :

89 Rf

81 Rf

88 Rf

81 Rf

88 Rf

81 Rf

87 Rf

86 Rf

97 Rg

92 Rg

96 Rg

92 Rg

96 Rg

92 Rg

96 Rg

95 Rg

400 800600

400 800600

400 800600

400 800600

400 800600

400 800600

400 800600

400 800600
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