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P3600  |  Pendant, Surface LED

Type:

Job:

4˝ 

4˝ 

These pure, bold, classic shapes give space to your creativity.

Applications: �Classrooms, corridors, retail, healthcare,  
offices, hospitality, libraries.

SERIES LED 
COLOR

OUTPUT SHIELD-
ING

COLOR/ FINISH CIRCU-
ITING

VOLT-
AGE

MOUNTING CEILING 
SYSTEMS

DRIVERS OPTIONS

WA SC

P3614 
1´ x 4´

P3622 
2´ x 2´

P3624 
2´ x 4´

P3633 
3´ x 3´

P3644 
4´ x 4´ 

LED27 
2700K  
(90CRI)

LED3 
3000K
LED35 
3500K
LED4 
4000K
LED3-90 
90CRI
LED35-
90 
90CRI
LED4-90 
90CRI

LO  Low 
MO   
Medium 
SO   
Standard
HO  High
PROG   
Program-
mable 
Light 
Output  
(Specify 
desired  
lm or w/
fixture) 

WA  
White  
Acrylic  
Diffuser

TMW 
Textured  
Matte White
YGW 
Gloss White 
(Standard)

Y__ 
Premium 
Color
CC   
Custom 
Color
NOTE: All canopies 
are painted the same 
color as the fixture. 
Consult factory to 
specify

SC  
Single 
Circuit

UNV 
(120-277)

347  
(Emergen-
cy battery 
requires 
a Step 
Down 
trans-
former)

4SPM 48˝, 
96˝ or 144˝ 
Square Cast 
Aluminum 
Canopy

4RPM 48˝, 
96˝ or 144˝   
Round Cast 
Aluminum 
Canopy
2PT  Two 
Point 
Mounting 
(NA P3644)

CA48˝, 96˝  
or 144˝ 
Aircraft 
Cable 
(Adjustable)

SUR    
Surface 
Mount

X1  T-Bar 
Exposed
X3  Hard 
Ceiling
X6 
Slot Grid

ND  Non-Dimming
DM01  0-10v, 1% Dimming 
(Standard)

LDE1  Lutron Hi-lume  
1% EcoSystem LED  
(Soft fade on, fade-to-black dimming)

ECO  1% 0-10v, EldoLED  
(Logarithmic dimming std)

ECDA  1% DALI, EldoLED 
(Logarithmic dimming std)

SOLO  0.1% 0-10v, EldoLED  
(Dim-to-dark, Logarithmic dimming std)

SODA  0.1% DALI, EldoLED  
(Dim-to-dark, Logarithmic dimming std)

EMHE  CA T20 Emergency 
Battery (800 delivered lumens; 
CA Title 20 compliant)

AL  Aluminum Housing
IBC  Insulated  
Braided Cord
TRS  Tamper- 
Resistant Screws  
(D-style frames only)

BSH  Longitudinal 
Body Sway Hanger  
(Stem-mounting only)

4˝ 

12˝

24˝

36˝ or 48˝

Lumen output may vary +/- 5%  
3500K used for lm/ft estimates above  

4000K +2% llf, 3000K –2%, 2700K –4%  
-10% LLF for 90 CRI (4K, 3500K and 3K)

See LED Details PDF for more info

LUMEN OUTPUT:                          

LO MO SO HO

P3614: lm/w
2350 2900 3200 4275

24 30 34 46

P3622: lm/w
2150 2550 3100 3500

21 25 31 36

P3624: lm/w
4250 5100 5800 7900

42 50 57 77

P3633: lm/w
3900 4650 5175 6250

37 45 53 65

P3644: lm/w
7250 8600 9900 11500

70 85 100 120

P3622-LED35-SO
4000	Delivered Lumens
31 	 Watts
101	 lm/w
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P3600  |  Pendant, Surface LED

PHOTOMETRICS

STANDARD OUTPUT:
P3622-LED35-SO
4000	Delivered Lumens
31 	 Watts
101	 lm/w
3500	CCT
Test 
#104665338LAX-001

 

Zonal Lumen Summary:
0-90 (Down) = 100%

LUMEN MAINTENANCE 

Designed to last with cool running mid-power LEDs projected 
to maintain 90% (L90) of their initial output for 100,000 hours 
(at HO), and L70 exceeding 150,000 hours.

LED SYSTEM LED modules and drivers are field replaceable.

PROG 
(OPTIONAL)

Programmable light output. Specify desired lumens or watts 
per fixture.

BINNING Standard binning (all Prudential LED boards) includes testing 
at the chip level and board integration to provide consistent 
color temperature within a 3-step MacAdams ellipse, with +/- 
5% lumen output range and +/- .004 Duv.

LABELS ETL damp labeled and I.B.E.W. manufactured.

ELECTRICAL Must specify LED dimming controls. LED fixtures have 
constant current driver(s) with less than 20% THD when 
loaded to a minimum of 60%. Drivers sink a maximum of 6mA 
per driver. DM01 LED drivers are 0-10V dimmable and are 
compatible with most 0-10V wall slide dimmers and direct 
0-10V analog signal dimmers. 

CONSTRUCTION

Housing Die-formed 20-gauge steel, >20% PC recycled,   
100% recyclable.

Lens Acrylic, 100% recyclable.

Weight P3614: 27 lbs 
P3622: 38 lbs 
P3624: 41 lbs 
P3633: 63 lbs 
P3644: 77 lbs

MOUNTING Surface mounted or suspended.

WARRANTY Single-source, 5 year limited warranty covers standard 
components and construction.

Vertical 
Angle 0° 22.5° 45° 67.5° 90°

0° 1075 1075 1075 1075 1075 

5° 1069 1069 1069 1069 1068

10° 1054 1055 1054 1054 1053

15° 1032 1032 1031 1031 1030

20° 1000 1001 1000 999 998

25° 958 958 957 956 955

30° 908 908 906 905 903

35° 851 851 849 847 846

40° 788 787 786 783 782

45° 716 716 714 711 710

50° 640 639 637 635 634

55° 560 558 557 554 554

60° 475 474 473 471 471

65° 390 389 388 387 288

70° 304 303 303 302 301

75° 220 219 219 220 218

80° 138 139 139 139 139

85° 64 64 65 65 64

90° 0 0 0 0 0

1075

Angle 0° 45° 90°

45° 2722 2714 2700

55° 2623 2609 2596

65° 2481 2468 2466

75° 2281 2279 2268

85° 1977 1996 1987

Luminance Chart:
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P3600  |  Pendant, Surface LED

DOORFRAME LATCHING

MOUNTING LOCATIONS — BACK PLAN

YSW – �Seashell White
(Matte) 

YCH – �Champagne
(Metallic)

YSL – �Silver 
(Metallic)

YPE – �Pewter 
(Matte)

YRG – ��Rain Grey
(Gloss)

YSTM – Storm Grey 
(Matte) 

YBK –  Black (Matte)
YBB – Black 
(Semi Gloss)

YSKM – Sky (Matte)
YMB  – �Military Blue
(Matte)

YIB –  �Interstate 
Blue (Matte)

YSAM – Sapphire 
(Matte) 

For paint chip samples, please email: 
info@prulite.com

Choose from one of our Premium 
Colors with no set-up fee.

YFGM – Forest  
Green (Matte) 

YBR – Bronze  
(Matte)

YSRM – �Sunset Red 
(Matte)

YBY – Boysenberry
(Matte)

YOR – Orange 
 (Matte)

YDAM – Daffodil              
(Matte)

P3614 P3624 P3644 P3633 P3622

38˝

26˝

14˝

21/4˝ 131/2˝ 371/2˝

225/16˝105/16˝ 165/16˝ 105/16˝45/16˝

25˝
231/64˝

Mounting Locations Wiring

17 1/64˝ 131/2˝

111/64˝
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P3600  |  Pendant, Surface LED

MOUNTING

CA 48˝, 96˝ & 144˝: 5˝ Canopies2PT: Two Point Mounting

15/8˝ 

61/2˝ 

4RPM: Round Cast Aluminum Canopy

NOTE: Canopies cannot mount directly to t-bar grids

4SPM: Square Cast Aluminum Canopy
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